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WEST SIDE OF LOUISIANA BLVD. AT CUTLER INTERSECTION

WEST SIDE OF LOUISIANA BLVD. AT CUTLER INTERSECTION

WEST SIDE OF LOUISIANA BLVD. AT CUTLER INTERSECTION
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KEYED NOTES

1. REMOVE SIGNAL AND FOUNDATION.

2. REMOVE CURB AND GUTTER.

3. REMOVE SIDEWALK AND/OR SIDEWALK RAMP.

.

4. REMOVE PULLBOX AND WIRING FROM UNDERGROUND CONDUIT.

5. REMOVE MEDIAN CONCRETE.

6. SAWCUT AND REMOVE ASPHALT PAVEMENT.

7. INSTALL SIDEWALK, MATCH EXISTING WIDTH.

8. INSTALL STANDARD CURB AND GUTTER PER COA STANDARD

DRAWING 2415A.

9. INSTALL MEDIAN CURB AND GUTTER PER COA STANDARD

DRAWING 2415B.

10. REMOVE WIRING FROM CABINET.

11. REMOVE CABINET AND SALVAGE TO TRAFFIC ENGINEERING,

PINO YARDS. CONTACT RON SOTO 505-857-8035.

12. ADJUST VALVE/MANHOLE TO FINISHED GRADE.

13. PROTECT IN PLACE.

GENERAL NOTES

1. ALL SIDEWALKS SHALL BE SLOPED 1.5% (2% MAX) TOWARDS

ROADWAY.

2. MATCH EXISTING ELEVATIONS WHERE NEW CONSTRUCTION

TIES INTO EXISTING PAVEMENT, SIDEWALK, OR CURB AND

GUTTER.

3. ALL SOILS BENEATH NEW CONSTRUCTION SHALL BE

COMPACTED TO 95%.
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KEYED NOTES

1. REMOVE SIGNAL AND FOUNDATION.

2. REMOVE CURB AND GUTTER.

3. REMOVE SIDEWALK AND/OR SIDEWALK RAMP.

4. REMOVE PULLBOX AND WIRING FROM UNDERGROUND CONDUIT.

5. REMOVE MEDIAN CONCRETE.

6. SAWCUT AND REMOVE ASPHALT PAVEMENT.

7. INSTALL SIDEWALK, MATCH EXISTING WIDTH.

8. INSTALL STANDARD CURB AND GUTTER PER COA STANDARD

DRAWING 2415A.

9. INSTALL MEDIAN CURB AND GUTTER PER COA STANDARD

DRAWING 2415B.

10. REMOVE WIRING FROM CABINET.

11. REMOVE CABINET AND SALVAGE TO TRAFFIC ENGINEERING,

PINO YARDS. CONTACT RON SOTO 505-857-8035.

12. ADJUST VALVE/MANHOLE TO FINISHED GRADE.

13. PROTECT IN PLACE.

14. INSTALL DETECTABLE WARNING SURFACE.

15. INSTALL ADA RAMP. LANDING SHALL BE A MINIMUM OF 5 FEET

WIDE.

16. SAWCUT SIDEWALK, REMOVE AND DISPOSE.

GENERAL NOTES

1. ALL SIDEWALKS SHALL BE SLOPED 1.5% (2% MAX) TOWARDS

ROADWAY.

2. MATCH EXISTING ELEVATIONS WHERE NEW CONSTRUCTION

TIES INTO EXISTING PAVEMENT, SIDEWALK, OR CURB AND

GUTTER.

3. ALL SOILS BENEATH NEW CONSTRUCTION SHALL BE

COMPACTED TO 95%.
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KEYED NOTES

1. REMOVE SIGNAL AND FOUNDATION.

2. REMOVE CURB AND GUTTER.

3. REMOVE SIDEWALK AND/OR SIDEWALK RAMP.

4. REMOVE PULLBOX AND WIRING FROM UNDERGROUND CONDUIT.

5. REMOVE MEDIAN CONCRETE.

6. SAWCUT AND REMOVE ASPHALT PAVEMENT.

7. INSTALL SIDEWALK, MATCH EXISTING WIDTH.

8. INSTALL STANDARD CURB AND GUTTER PER COA STANDARD

DRAWING 2415A.

9. INSTALL MEDIAN CURB AND GUTTER PER COA STANDARD

DRAWING 2415B.

10. REMOVE WIRING FROM CABINET.

11. REMOVE CABINET AND SALVAGE TO TRAFFIC ENGINEERING,

PINO YARDS. CONTACT RON SOTO 505-857-8035.

12. ADJUST VALVE/MANHOLE TO FINISHED GRADE.

13. PROTECT IN PLACE.

14. INSTALL DETECTABLE WARNING SURFACE.

15. INSTALL ADA RAMP.

16. SAWCUT MEDIAN CONCRETE.

17. COMPACT SOIL TO 95%.

18. INSTALL 24" WHITE RETROREFLECTIVE PAINT CONTINENTAL

STRIPING FOR PEDESTRIAN CROSSWALK.

19. INSTALL 4" WHITE RETROREFLECTIVE PAINT STRIPE.

20. INSTALL MEDIAN CONCRETE. TYPE SHALL BE RED, BRICK

PATTERNED CONCRETE TO MATCH EXISTING.

21. INSTALL ASPHALT PAVEMENT PER COA STANDARD DRAWING

2407.

22. REMOVE VEGETATION.

23. PLACE FILL MATERIAL TO DEVELOP MEDIAN SWALE. MATERIAL

SHALL BE OF R VALUE 

>

_

 50.

GENERAL NOTES

1. ALL SIDEWALKS SHALL BE SLOPED 1.5% (2% MAX) TOWARDS

ROADWAY.

2. MATCH EXISTING ELEVATIONS WHERE NEW CONSTRUCTION

TIES INTO EXISTING PAVEMENT, SIDEWALK, OR CURB AND

GUTTER.

3. ALL SOILS BENEATH NEW CONSTRUCTION SHALL BE

COMPACTED TO 95%.
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LOUISIANA AND CUTLER SIGNAL REMOVAL
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KEYED NOTES

1. REMOVE SIGNAL AND FOUNDATION.

2. REMOVE CURB AND GUTTER.

3. REMOVE SIDEWALK AND/OR SIDEWALK RAMP.

4. REMOVE PULLBOX AND WIRING FROM UNDERGROUND CONDUIT.

5. REMOVE MEDIAN CONCRETE.

6. SAWCUT AND REMOVE ASPHALT PAVEMENT.

7. INSTALL SIDEWALK, MATCH EXISTING WIDTH.

8. INSTALL STANDARD CURB AND GUTTER PER COA STANDARD DRAWING 2415A.

9. INSTALL MEDIAN CURB AND GUTTER PER COA STANDARD DRAWING 2415B.

10. REMOVE WIRING FROM CABINET.

11. REMOVE CABINET AND SALVAGE TO TRAFFIC ENGINEERING, PINO YARDS. CONTACT RON

SOTO 505-857-8035.

12. ADJUST VALVE/MANHOLE TO FINISHED GRADE.

13. PROTECT IN PLACE.

14. INSTALL DETECTABLE WARNING SURFACE.

15. INSTALL ADA RAMP.

16. SAWCUT ASPHALT.

17. COMPACT SOIL TO 95%.

18. INSTALL 24" WHITE RETROREFLECTIVE CONTINENTAL STRIPING FOR PEDESTRIAN

CROSSWALK OR STOP BAR.

19. INSTALL 4" WHITE RETROREFLECTIVE STRIPE.

20. INSTALL MEDIAN CONCRETE. TYPE SHALL BE RED, BRICK PATTERNED CONCRETE TO

MATCH EXISTING.

21. INSTALL ASPHALT PAVEMENT PER COA STANDARD DRAWING 2407.

22. REMOVE VEGETATION.

23. INSTALL CO STOP SIGN (R1-1) ON NEW POST AND BASE.

24. INSTALL NO LEFT TURN SIGN (R3-2) ON NEW POST AND BASE.

25. ERADICATE STRIPING AND PAVEMENT SYMBOLS.

26. APPLY FOG SEAL.

27. INSTALL WHITE THERMOPLASTIC TURN SYMBOL.

28. INSTALL WHITE THERMOPLASTIC "ONLY" SYMBOL.

29. INSTALL 6" WHITE RETROREFLECTIVE STRIPE.

30. INSTALL 8" WHITE RETROREFLECTIVE GORE STRIPING, SPACED 20 FEET APART.

31. INSTALL 4" YELLOW RETROREFLECTIVE DOUBLE YELLOW STRIPE.

GENERAL NOTES

1. ALL SIDEWALKS SHALL BE SLOPED 1.5% (2% MAX) TOWARDS ROADWAY.

2. MATCH EXISTING ELEVATIONS WHERE NEW CONSTRUCTION TIES INTO EXISTING PAVEMENT,

SIDEWALK, OR CURB AND GUTTER.

3. ALL SOILS BENEATH NEW CONSTRUCTION SHALL BE COMPACTED TO 95%.
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