
STOP STOP STOP STOP STOP STOP

STOP

381'-1 11__16"

L

SIGNAGE LEGEND
DIRECTIONAL SIGN
REF 5 & 9-SP2

SIGN ARROW DIRECTION
L=LEFT
R=RIGHT
S=STRAIGHT

SIGNAGE NOTES
1. REF SP2 FOR POLE DETAILS AND SIGNAGE DETAILS

DIRECTIONAL SIGN SCHEDULE
ARROW        NUMBER      MOUNTING TYPE

DIRECTIONAL RIGHT      3            POLE

DIRECTIONAL LEFT      2            POLE

DIRECTIONAL 
STRAIGHT        2            POLE

CC CC
CC CC

CC CC

CC

CC
CC

CC

CC

SC

SC
SC

SC
SC

SC
SC

SC
SC

SC

SC
SC
SC
SC
SC
SC
SC
SC

SC
SC
SC
SC
SC
SC
SC
SC
SC
SC
SC
SC
SC
SC
SC
SC
SC
SC
SC

SC
SC

C
O

O
PE

R
 R

O
AD

EUBANK BLVD

SP1.1
1

PARKING 

*(A) 1 SPACE FOR EACH 200 SF OF RETAIL UP TO 15,000 SF
 (B) 1 SPACE FOR EACH 250 SF OF RETAIL FROM 15,001 TO 45,000 SF
 (C) 1 SPACE FOR EACH 300 SF OF RETAIL FROM 60,000 SF AND ABOVE

ARCHITECTURAL FINISH FLOOR=
     100.00'
  FINISH FLOOR ELEVATION AT ALL 
EXTERIOR DOORS = 100.00' UNLESS
             NOTED OTHERWISE

REFER TO SPEC SECTION 01500 FOR DETAILS AND 
REQUIREMENTS FOR STORMWATER POLLUTION 
CONTROLS AND SITE STORAGE OF MATERIALS 
AND EQUIPMENT. DEVATION(S) FROM DENTALS 
SOWN MST BE SUBMITTED FOR APPROVAL IN 

ACCORDANCE WITH SPEC SECTION 01330.

NEW STRIPING REFER 
TO CIVIL FOR EXTENT

NEW STRIPING REFER 
TO CIVIL FOR EXTENT

   LEGEND:
   SC: SMART CAR
  CC: CART CORRAL
PROPERTY LINE:

REQUIRED PARKING (A+B+C)*    75 + 180 + 539*= 794 SPACES

EXISTING PARKING      2,049 SPACES

PROPOSED NEW 'OGP' PARKING   18 SPACES 

PROPOSED DEMO PARKING     -24 SPACES

DEMO OGP PARKING      -10 SPACES

PROPOSED NEW PARKING     13

TOTAL  PARKING*      2,046 SPACES

DETAIL HAS BEEN REVISED

2

NOTES ADDED
2

RR

SL

RDIRECTIONAL 
SIGNAGE REF 5-SP2

DIRECTIONAL 
SIGNAGE REF 5-SP2

DIRECTIONAL 
SIGNAGE REF 5-SP2

DIRECTIONAL 
SIGNAGE REF 5-SP2

REPLACE ALL EXISTING ORANGE 
DIRECTIONAL POST MOUNTED 
SIGNAGE WITH BLUE. REUSE 4 
EXISTING POSTS. INSTALL 2 NEW 
POSTS AS SHOWN.

LDIRECTIONAL 
SIGNAGE REF 5-SP2

S

DIRECTIONAL 
SIGNAGE REF 5-SP2

SP2
2

SP2
4

SP2
3

SP2
1

NEWNEW

DEMO DEMO

INSTALL NEW 
POSTS. TYP 2

NO.
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D6

SP1.1
3

SP1.1
5

ARCHITECTURAL FINISH FLOOR=
     100.00'
  FINISH FLOOR ELEVATION AT ALL 
EXTERIOR DOORS = 100.00' UNLESS
             NOTED OTHERWISE

REPLACE DAMAGED AND/OR INSTALL NEW 
OWNER FURNISHED CART CORRALS. 
INCLUDE ALLOWANCE FOR 13 CORRALS.  
COORDINATE SCOPE WITH STORE SETUP.   

SP1.1
6

SP1.1
2

SP1.1
4

NEW

DEMO

NEW

DEMO

REFER TO SPEC SECTION 01500 FOR DETAILS AND 
REQUIREMENTS FOR STORMWATER POLLUTION 
CONTROLS AND SITE STORAGE OF MATERIALS 
AND EQUIPMENT. DEVATION(S) FROM DENTALS 
SOWN MST BE SUBMITTED FOR APPROVAL IN 

ACCORDANCE WITH SPEC SECTION 01330.

± 51'-11 5/8"

PATCH AND REPAIR CONCRETE, STAMPED 
CONCRETE, PATTERNED CONCRETE AND 
ASPHALTIC PAVING TO MATCH ADJACENT 
EXISTING MATERIALS WHERE NEW BOLLARDS 
ARE ADDED.  MATCH EXISTING COLOR AND 
FINISHES. MATCH EXISTING SLOPES REF 10-
SP1.1 FOR FLATWORK REPLACEMENT.

REMOVE ALL 
WHEEL STOPS AT 
PROPANE CAGES

2

SITE SHEET NOTES

1.

2.

3.

4.

5.

6.

POWER WASH SIDEWALK AROUND THE ENTIRE 
PERIMETER OF BUILDING.
PROVIDE NEW SEALANT AT ALL JOINTS BETWEEN 
EXTERIOR BUILDING WALLS AND ADJACENT 
CONCRETE SIDEWALK/PAVING, REF SPEC 07900. IF 
PRESENT, REMOVE EXISTING SEALANT AND 
BACKER PRIOR TO RE-SEALING JOINTS
REPAINT PERIMETER SIDEWALK AND FIRE LANE 
CURB.
RAISE ALL SITE SIGNS WITHIN CLOSE PROXIMITY 
TO STRUCTURE TO 7'-0" ABOVE GRADE.
REF 8-SP1.1
REPLACE ALL DAMAGED, MISSING, OR FADED SITE 
SIGNS WITHIN CLOSE PROXIMITY TO STRUCTURE.
INSTALL ALL SITE SIGNS AT BUILDING SIDE OF 
DRIVE LANE IN BOLLARDS.  REF 7-SP1.1

SLOPE TOP OF 
CONCRETE
GROUND/PAVING 
SURFACE

"U"-CHANNEL
POST (2 LBS/FT)

SIGNAGE

USE 6" PIPE BOLLARD 
FILLED W/CONCRETE 
AND PAINTED TRAFFIC 
YELLOW ONLY WHEN 
SIGN IS IN PAVED 
AREA OR SIDEWALK

3500 PSI PC
CONCRETE

1'-6" 3"

3'
-0

"
2'

-0
 1

/8
"

7'
-0

" (
M

IN
)

ALL SIGNS SHALL COMPLY WITH U.S. 
DEPARTMENT OF TRANSPORTATION, 
FEDERAL HIGHWAY ADMINISTRATION'S 
"MANUAL OF UNIFORM TRAFFIC CONTROL 
DEVICES", LOCAL CODES AND AS SPECIFIED. 
MOUNT SIGNS TO POST IN ACCORDANCE 
WITH MANUFACTURER'S INSTRUCTIONS.

RELOCATE EXISTING SIGNS WHERE 
POSSIBLE. FOR NEW PEDESTRIAN 
CROSSING SIGN USE MUTCO WARNING 
SIGNS W11-2 (TOP) AND W16-7P (BOTTOM) 
WITH A BLACK LEGEND ON A FLUORESCENT 
YELLOW-GREEN BACKGROUND.

ALL SIGNS SHALL COMPLY WITH U.S.
DEPARTMENT OF TRANSPORTATION,
FEDERAL HIGHWAY ADMINISTRATION'S
"MANUAL OF UNIFORM TRAFFIC
CONTROL DEVICES", LOCAL CODES
AND AS SPECIFIED. MOUNT SIGNS TO
POST IN ACCORDANCE WITH
MANUFACTURER'S INSTRUCTIONS.

EXISTING BOLLARD

SIGNAGE

"U"-CHANNEL
POST (2 LBS/FT)

GROUND/PAVING
SURFACE

LAP EXISTING POST
AND NEW CHANNEL
AS INDICATED,
PROVIDE (1) LOCKING
NUT, BOLT AND
WASHER MIN. AT
EACH END

EXISTING POST

7'
-0

" M
IN

M
IN

1'
-0

"

RELOCATE EXISTING SIGNS WHERE 
POSSIBLE. FOR NEW PEDESTRIAN 
CROSSING SIGN USE MUTCO WARNING 
SIGNS W11-2 (TOP) AND W16-7P 
(BOTTOM) WITH A BLACK LEGEND
ON A FLUORESCENT YELLOW-GREEN
BACKGROUND.

4" CONCRETE SLAB

AGGREGATE BASE
REF SPEC

REF STRUCTURAL FOR ALL
REINFORCEMENT REQUIREMENTS

8"

2'-0"

4"

#4x18" SMOOTH DOWEL AT 18" OC 
EPOXY SET 8" MIN INTO EXISTING 
CONCRETE EXPANSION CAP OR 
GREASE END OF DOWEL AT NEW 
CONCRETE

#4x18" SMOOTH DOWEL AT 18" OC 
EPOXY SET 8" MIN INTO EXISTING 
CONCRETE EXPANSION CAP OR 
GREASE END OF DOWEL AT NEW 
CONCRETE

4" CONCRETE SLAB EXISTING FLATWORK

SAWCUT AND REMOVE 
EXISTING CONCRETE SLAB 
TO PROVIDE CLEAN EDGE

AGGREGATE BASE
REF SPEC

2'-0"

4"

8"

CONCRETE 
SLAB

DOWEL

6"

6"

PLAN VIEW

SLOPE

6" DIAMETER STEEL PIPE
BOLLARD INSERTED INTO 8"
DIAMETER PIPE SLEEVE

PLACE FINISHED SURFACE
TIGHT TO SLEEVE

PATTERNED CONCRETE
AREA REF SP1 FOR LENGTH

PLASTIC BOLLARD
SLEEVE. REF SPECS

HOLD TOP OF
FOOTING DOWN
16" FROM 
FINISHED
SURFACE
ELEVATION

18" DIAMETER FOOTING

BOLLARD MUST BE SET 
PRIOR TO PLACING OF 
PAVING OR SIDEWALK

PAVING

REF STRUCTURAL FOR 
ALL REINFORCEMENT 
REQUIREMENTS

OMIT CONCRETE FILL

8" SLEEVE
FLUSH WITH TOP
OF SIDEWALK

6" DIAMETER STEEL 
PIPE BOLLARD 
INSERTED INTO 8" 
DIAMETER PIPE SLEEVE

ADD BUTYL TAPE TO 
BOTTOM 4" OF PLASTIC 
SLEEVE AND INSERT 
PLASTIC BOLLARD 
SLEEVE 4" INTO 8" 
STEEL PIPE SLEEVE

SECTION
NTS

PLACE FINISHED 
SURFACE TIGHT 
TO SLEEVE

8" DIAMETER SCHEDULE 80
STEEL PIPE SLEEVE FLUSH
WITH TOP OF FINISHED
SIDEWALK

8" DIAMETER 
SCHEDULE 80 
STEEL PIPE SLEEVE 
FLUSH WITH TOP OF 
FINISHED SIDEWALK

CAP OR PLUG ENDS OF 6" BOLLARD AND ONE END OF
THE 8" STEEL BOLLARD SLEEVE TO PREVENT WATER
FROM COLLECTING AND CONCRETE FROM ENTERING
DURING PLACEMENT.

3"
6"

 S
TE

EL
 B

O
LL

AR
D

6"

1'-0"

6"

3'-0"

4"

R
EF

 P
LA

N
8"

 P
IP

E 
SL

EE
VE

4'
-0

"

SECTION

SECTION
A

SECTION
B

PLACE FINISHED SURFACE
TIGHT TO BOLLARD

NEW 6" DIAMETER STEEL 
PIPE BOLLARD 

SLOPE

EXISTING CONCRETE
SLAB

EXISTING
PAVING

NEW 18" DIAMETER
FOOTING

PLAN VIEW

PATTERNED CONCRETE AREA
REF SP1 FOR LENGTH

EXISTING PAVING AND CONCRETE

NEW 6" DIAMETER STEEL PIPE
BOLLARD 
REF PLAN FOR LOCATION

#4 AT 16" OC

#4 AT 9" OC

1/2" DIA X 0'-8" SMOOTH
DOWEL AT  24" OC DRILL
AND EMBED 4" WITH
ADHESIVE ANCHOR. REF
SPECS. GREASE END IN NEW
SLAB

SECTION A

SECTION B

EXISTING SIDEWALK

NEW 4" THICK CONCRETE

REF SECTION B FOR
REINFORCING

AGGREGATE 
BASE 
REF SPECS

EXISTING/NEW
PATTERNED
CONCRETE AREA

PLASTIC BOLLARD SLEEVE
REF SPECS

INFILL CONCRETE  TO
MATCH ADJACENT
PATTERNS, COLORS,
FINISHES AND SLOPES.

1/2" X 8" SMOOTH DOWEL SET 4"
MIN INTO EXISTING CONCRETE.
GREASE END OF DOWEL AT NEW
CONCRETE. PLACE DOWELS 24" OC
AROUND PERIMETER OF NEW
CONCRETE

PROVIDE CONTRACTION
JOINTS IN NEW CONCRETE TO ALIGN
WITH EXISTING CONCRETE JOINTS. 
9-SP1.1

REF SPECS FOR SUBGRADE 
AND COMPACTION 
REQUIREMENTS. SURFACE OR 
SUBGRADE AFTER 
COMPACTION SHALL BE 
SMOOTH FLAT DRY AND DENSE

3"
4'

-0
"

3'
-0

"
6"

6"

2"
  C

LR

OMIT CONCRETE FILL
(DO NOT OMIT CONCRETE 
FILL AT BOLLARDS AT 
PROPANE STORAGE)

CAP OR PLUG ENDS OF STEEL 
BOLLARDS TO PREVENT WATER FROM 
COLLECTION AND CONCRETE FROM 
ENTERING DURING PLACEMENT

SECTION
A

SECTION
B

SLOPE

EXISTING CONCRETE
SLAB

EXISTING
PAVING

PLAN VIEW

PATTERNED CONCRETE AREA
REF SP1 FOR LENGTH

EXISTING PAVING AND CONCRETE

#4 AT 16" OC
#4 AT 9" OC

1/2" DIA X 0'-8" SMOOTH
DOWEL AT  18" OC  DRILL
AND EMBED 4" WITH
ADHESIVE ANCHOR REF
SPECS  GREASE END IN NEW
SLAB

SECTION A

SECTION B

OMIT DOWEL AT PAVING IF
EXISTING PAVING IS ASPHALT
NEW 4" THICK CONCRETE

REF SECTION B FOR
REINFORCING

AGGREGATE BASE 
REF SPECS

NEW
PATTERNED
CONCRETE AREA

INFILL CONCRETE TO
MATCH ADJACENT
PATTERNS, COLORS,
FINISHES AND SLOPES.

1/2" X 8" SMOOTH DOWEL SET 4"
MIN INTO EXISTING CONCRETE.
GREASE END OF DOWEL AT NEW
CONCRETE. PLACE DOWELS 18" OC
AROUND PERIMETER OF NEW
CONCRETE

REF SPECS FOR
SUBGRADE AND
COMPACTION
REQUIREMENTS.  SURFACE
OR SUBGRADE AFTER
COMPACTION SHALL BE
SMOOTH FLAT DRY AND
DENSE

PROVIDE CONTRACTION JOINTS IN 
NEW CONCRETE TO ALIGN WITH 
EXISTING CONCRETE JOINTS. REF 
EXTERIOR SIDEWALK/PAVING 
CONTRACTION JOINT DETAIL

3'-0"

2'-0" 3'-0"

2'-0"

8"

2"
 C

LR

2'-0"

PAVING OR 
CONCRETE SLAB

6" DIAMETER STEEL PIPE 
BOLLARD FILL WITH 
CONCRETE WITH 
ROUNDED TOP PAINT

18" DIAMETER 
CONCRETE 
FOOTING

R
EF

 P
LA

N
4'

-0
"

3"

GREY PLASTIC BOLLARD 
SLEEVE.REF SPECS

5.01

6.58

± 48'-0"

± 
3'

-0
"

± 
8'

-7
 3

/4
"

2'
-0

"

NEW BOLLARDS TYP OF 
2. 1 REMOVABLE 11-
SP1.1, 1 FIXED REF 12-
SP1.1. 
EXISTING BOLLARDS TO 
REMAIN TYP OF 3

REMOVE CONCRETE  
AS REQUIRED FOR 
INSTALLATION OF NEW 
BOLLARDS PLACE BOLLARDS AND 

NEW CONCRETE. MATCH 
ADJACENT FINISHES. 
PROVIDE BROOM FINISH 
ON NEW CONCRETE. TYP

REMOVABLE 
BOLLARD, 
REF 11-SP1.1

TYP 2

TYP 5

14
 - 

SP
1.

1

MATCH HT.

± 17'-9 3/8"
± 4'-8" ± 4'-8"

± 54'-0"

± 
3'

-0
"

± 
8'

-1
 1

/8
"

± 
2'

-0
"

± 4'-8"

NEW BOLLARDS TYP 2 
REF 12-SP1.1

EXISTING BOLLARDS 
TO REMAIN TYP OF 3

REMOVE CONCRETE  
AS REQUIRED FOR 
INSTALLATION OF NEW 
BOLLARDS

PLACE BOLLARDS AND 
NEW CONCRETE. MATCH 
ADJACENT FINISHES. 
PROVIDE BROOM FINISH 
ON NEW CONCRETE

NO REMOVABLE 
BOLLARD AT 
GROCERY

14
 - 

SP
1.

1

6.58MATCH HT.

TYP 2
TYP 5

± 30'-0"

± 4'-8"

5.01

3'
-0

"
2'

-0
"

14
 - 

SP
1.

1

± 20'-0"

NEW PATTERNED CONCRETE 
MATCH ADJACNET FINISHES, 
COLORS AND TEXTURES. 
ALIGN PATTERNES IN NEW 
PATTERNED CONCRETE WITH 
EXISTING PATTERNS. REF DETAIL 

CENTER 20' SECTION 
WITH PARKING AISLE 
OPPOSITE. REF TO 
CIVIL SECP-1 SHEET

EXISTING BOLLARDS 
TO REMAIN, TYP 3

REMOVE CONCRETE FOR 
NEW PATTERNED CONCRETE

EXISTING 
BOLLARDS TO 
REMAIN,TYP 3

REMOVE CONCRETE FOR 
NEW PATTERNED CONCRETE

NO.
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 1" = 30'-0"1 SITE PLAN

 1/2" = 1'-0"7 SITE SIGN BASE
 1/2" = 1'-0"8 SITE SIGN BASE

 3/4" = 1'-0"9 EXPANSION JOINT

 3/4" = 1'-0"10 FLATWORK JOINT

KEYNOTES
5.01 6" PIPE BOLLARD WITH GRAY PLASTIC SLEEVE

(HEIGHT OF SLEEVE NOTED ADJACENT TO
KEYNOTE)

6.58 INSTALL GRAY BOLLARD COVERS AT FRONT
ENTRANCE BOLLARDS. ANCHOR COVERS TO
BOLLARD. REF SPEC.

 1/2" = 1'-0"11 REMOVABLE BOLLARD
 1/2" = 1'-0"12 BOLLARD

 1/2" = 1'-0"14 SIDEWALK SECTION

 1/2" = 1'-0"13 BOLLARD

 1/8" = 1'-0"3 GM ENTRY PLAN

 1/8" = 1'-0"5 GR ENTRY PLAN

 1/4" = 1'-0"6 NEW PATTERN CONCRETE

 1/8" = 1'-0"2 GM ENTRY DEMO PLAN

 1/8" = 1'-0"4 GR ENTRY DEMO PLAN

DETAIL 15 REMOVED
2
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PICKUP PARKING SIGNAGE.
WALMART FURNISHED,
CONTRACTOR INSTALLED. 
CENTER SIGN IN PARKING STALL.
REF SITE PLAN BASE DETAILS

TYP

12' - 0"

TYP
2' - 0"

TYP

10' - 0"

M
AT

C
H

 T
O

 E
XI

ST
IN

G
 S

TA
LL

 L
EN

G
TH

20
' -

 0
"

TYP
4"

MATCH ADJACENT 
EXISTING PAVEMENT 
STRIPING COLOR, TYP.

TYPICAL PARKING SIGNAGE
IN PAVEMENT

3000 P.S.I. P.C.
CONCRETE BASE

SLOPE TOP
OF CONCRETE

GROUND SURFACE

U-BOLT NUT 
LOCATIONS

ADDITIONAL SPARK 
PICKUP SIGN ON BACK 
WHEN BACK FACES 
PUBLIC STREET. 
ALIGN TO TOP 

BOLT LOCATIONS 
PER STANDARD 
WITH SPACER AS 
FOR LEVEL SIGN 
MOUNTING

1'
 - 

0"

2'
 - 

6"

1' - 0"

BEGIN 
NUMBERING AT 
STALL CLOSEST 
TO THE PICKUP 
DOOR

2'
 - 

0"
6'

 - 
2"

1'
 - 

0"

1' - 0"

3000 P.S.I. P.C.
CONCRETE BASE

SLOPE TOP
OF CONCRETE

GROUND SURFACE

U-BOLT

2'
 - 

0"
6'

 - 
2"

FRONT VIEW SIDE VIEW

USE 4" SCH. 40
STEEL PIPE FILLED 
W/ CONCRETE WITH 
TOP ROUNDED AND 
PAINTED            

"K" SIGN HOSE CLAMP

P5E

3000 P.S.I. P.C.
CONCRETE BASE

SLOPE TOP
OF CONCRETE

GALVANIZED
SQUARE TUBE

GROUND SURFACE

TYPICAL DIRECTIONAL SIGNAGE 
IN CURBED ISLAND

USE 4" SCH. 40
STEEL PIPE FILLED 
W/ CONCRETE WITH 
TOP ROUNDED AND 
PAINTED            

TYPICAL DIRECTIONAL SIGNAGE
IN PAVEMENT

3000 P.S.I. P.C.
CONCRETE BASE

SLOPE TOP
OF CONCRETE

GALVANIZED
SQUARE TUBE

GROUND SURFACE

7'
 - 

0"
 M

IN
2'

 - 
0"

1' - 0"
1' - 0"

2'
 - 

0"
7'

 - 
0"

 M
IN

NOTES:
1.  ALL SIGNS SHALL COMPLY WITH U.S. 
 DEPARTMENT OF TRANSPORTATION, 
 FEDERAL HIGHWAY ADMINISTRATION'S 
 "MANUAL OF UNIFORM TRAFFIC 
 CONTROL DEVICES", LOCAL CODES 
 AND AS SPECIFIED. MOUNT SIGNS TO 
 POST IN ACCORDANCE WITH 
 MANUFACTURER'S INSTRUCTIONS.

SIGN LOCATIONS - 90° PARKING
CURBED ISLAND - 90°

POST WITH SIGN(S)

LAYOUT PER STRIPING
DETAIL/SITE PLAN

EQ EQ

4'
 - 

0"
 

SIGN LOCATIONS - 90° PARKING
PAINTED ENDCAP - 90°

POST WITH SIGN(S)

LAYOUT PER STRIPING
DETAIL/SITE PLAN

NEVER LESS THAN 9'

EQ EQ

4'
 - 

0"
 

2'
 - 

6"

P5E

SIGNS FURNISHED BY 
WALMART,  ATTACHMENT 
TO WALL OR BOLLARD BY 
G.C.

Stall Designation Signs
18" x 18"

Call In Sign 
18" x 8"

Logo Signs (Large)

36" x 18"

Directional Signs (Left / Straight / Right)
18" x 24" Also Pickup Hours sign size

2.25 SF

1.00 SF

3.00 SF

Parking Stall Placard

SIGNS 
PREFINISHED TO 
MATCH P76

PAINTED TRAFFIC WHITE

6" TYP

8"
 T

YP

7'
 - 

4"

TYP

2' - 0"

NOTE TO GC: INSTALL SEAL COAT ON 
EXISTING ASPHALT/CONCRETE PAVING 
AT ENTIRE CROSSWALK AREA AND 
ENTIRE PARKING AREA THAT IS PART 
OF THE PICKUP SCOPE OF WORK

NOTE TO GC: CROSSWALK TO BE 
CENTERED ON ETR RAMP. IF RAMP 
DROPPED CURB WIDTH IS LESS THAN 
7' - 4", THEN THE RAMP SHOULD BE 
REPLACED. IF A "STOP FOR 
PEDESTRIANS" SIGN IS NOT PRESENT, 
THEN THE G.C. TO PROVIDE AND 
INSTALL A MUTCD SIGN R1-5b OR 
W11-2.  MATCH EXISTING ON SITE

M
AT

C
H

 E
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ST
IN

G
 S

TA
LL

 L
EN

G
TH

20
' -

 0
"

TYP

MATCH EXISTING SPACING G.C. TO SEAL COAT 
STRIPING PER SPEC 
SECTION 02787 
REF SP1

MATCH ADJACENT 
EXISTING PAVEMENT 
STRIPING COLOR, TYP.

FINISH LEGEND

P76 WALMART BLUE

P101 GUSTO GOLD SW #6904

P5E SAFETY YELLOW

_____
SP2
10

G.C TO REFRESH 
ENTIRE OGP PARKING 
AREA.  RESTRIPE 13 
STANDARD STALL 
SPACES. REPAINT 
STRIPES WITH WHITE 
COLOR TO MATCH 
GENERAL PARKING LOT 
STRIPING SEALCOAT 
PER SPEC 02787.

13
 N

EW
 P

AR
KI

N
G

 S
PA

C
ES

TYP

_____
SP2

8

NEW STRIPING
REF 6 - SP2

NEW STRIPING

± 
35

'-5
 7

/8
"

TYP

9 
N
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KU

P 
PA

R
KI

N
G

 S
PA

C
ES

9 
N

EW
 P

IC
KU

P 
PA

R
KI

N
G

 S
PA

C
ES

LANDSCAPE ISLAND TO BE 
REMOVED. PATCH PAVING 
AS REQUIRED TO ENSURE 
FLUSH CONDITION

REMOVE STRIPING

11 PAR
KIN

G
 SPAC

ES TO
 BE R

EM
O

VED

11 PAR
KIN

G
 SPAC

ES TO
 BE R

EM
O

VED

REMOVE ALL EXISTING 
POLE MOUNTED 
SIGNAGE AND POST. 
PATCH PAVING TO 
MATCH EXISTING, TYP

NO.

BRUCE M.
CARLSON
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DRAWN BY:

CHECKED BY:
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SIGNATURE

REG. NO.

DATE ISSUED

I HEREBY CERTIFY THAT THE PORTION OF 
THIS TECHNICAL SUBMISSION DESCRIBED 
BELOW WAS PREPARED BY ME OR 
UNDER MY DIRECT SUPERVISION AND 
RESPONSIBLE CHARGE. I AM A DULY 
REGISTERED ARCHITECT UNDER THE 
LAWS OF THE STATE OF NEW MEXICO
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 1/4" = 1'-0"8 PARKING STALL DETAIL

 1/2" = 1'-0"7 PARKING SIGN MOUNTING AND BASE

 1/2" = 1'-0"5 SIGNAGE DIRECTIONAL MOUNTING AND BASE

 1" = 1'-0"9 SIGNAGE MOUNTING TO POST

 3/8" = 1'-0"6 CROSSWALK

Directional Signs (Right) 3 1'-6" 3.00 SF 9.00 SF
Directional Signs (Straight) 2 1'-6" 3.00 SF 6.00 SF
Directional Signs (Left) 2 1'-6" 3.00 SF 6.00 SF
Call In Sign 18 1'-6" 1.00 SF 18.00 SF
Logo Sign (Large) 18 3'-0" 4.50 SF 81.00 SF
Stall Designation Sign #18 1 1'-6" 2.25 SF 2.25 SF
Stall Designation Sign #17 1 1'-6" 2.25 SF 2.25 SF
Stall Designation Sign #16 1 1'-6" 2.25 SF 2.25 SF
Stall Designation Sign #15 1 1'-6" 2.25 SF 2.25 SF
Stall Designation Sign #14 1 1'-6" 2.25 SF 2.25 SF
Stall Designation Sign #13 1 1'-6" 2.25 SF 2.25 SF
Stall Designation Sign #12 1 1'-6" 2.25 SF 2.25 SF
Stall Designation Sign #11 1 1'-6" 2.25 SF 2.25 SF
Stall Designation Sign #10 1 1'-6" 2.25 SF 2.25 SF
Stall Designation Sign #9 1 1'-6" 2.25 SF 2.25 SF
Stall Designation Sign #8 1 1'-6" 2.25 SF 2.25 SF
Stall Designation Sign #7 1 1'-6" 2.25 SF 2.25 SF
Stall Designation Sign #6 1 1'-6" 2.25 SF 2.25 SF
Stall Designation Sign #5 1 1'-6" 2.25 SF 2.25 SF
Stall Designation Sign #4 1 1'-6" 2.25 SF 2.25 SF
Stall Designation Sign #3 1 1'-6" 2.25 SF 2.25 SF
Stall Designation Sign #2 1 1'-6" 2.25 SF 2.25 SF
Stall Designation Sign #1 1 1'-6" 2.25 SF 2.25 SF
SIGNAGE

STALL AND DIRECTIONAL SIGNAGE QTY SIZE INDIVIDUAL
AREA TOTAL AREA

 1/4" = 1'-0"10 PARKING STALL

SHEET ADDED

2

 1" = 10'-0"2 NEW PARKING PLAN
 1" = 10'-0"4 NEW PICKUP PARKING -  PLAN

 1" = 10'-0"3 NEW PICKUP PARKING - DEMO  PLAN
 1" = 10'-0"1 DEMO PICKUP PARKING

ISSUE BLOCK
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299.04 SF

1'
-3

"

5'
-6

"

8'
-0

"

28'-7 1/2" 1'-6" 7'-1 1/2"

37'-3"

INTERNALLY ILLUMINATED

TYP
60°

TYP2'-7 3/8"

SIGNAGE GENERAL NOTES

1.
2.

A.

B.
C.

3.
A.

B.

C.

D.

E.

F.

G.
4.

A.
B.
C.

D.

SIGNAGE FURNISHED BY WAL-MART AND INSTALLED BY OTHERS.
ALL EXISTING WALMART EXTERIOR SIGNAGE IS TO REMAIN IN PLACE ON THE 
BUILDING UNTIL THE EXTERIOR SIGN COMPANY IS ONSITE. THE EXTERIOR SIGN 
COMPANY WILL REMOVE EXISTING SIGNAGE AND INSTALL NEW SIGNAGE. ONCE NEW 
SIGNAGE IS INSTALLED, GENERAL CONTRACTOR WILL PERFORM PATCH, REPAIR, AND 
PAINTING WORK NOTED IN PLANS AFTER NEW SIGNAGE IS INSTALLED

FOR STORES THAT REQUIRE STRUCTURAL MODIFICATIONS OR REPAIRS FOR 
INSTALLATION OF NEW EXTERIOR SIGNAGE, A TEMPORARY BANNER WILL BE 
INSTALLED BY THE EXTERIOR SIGN COMPANY PRIOR TO REMOVAL OF EXISTING 
EXTERIOR SIGNAGE. BANNER WILL REMAIN IN PLACE UNTIL ALL MODIFICATIONS 
AND/OR REPAIRS HAVE BEEN COMPLETED AND NEW SIGNAGE IS INSTALLED. GC 
SHALL PRIORITIZE MODIFICATIONS/REPAIRS REQUIRED FOR INSTALLATION OF 
NEW EXTERIOR SIGNS WHILE EXTERIOR SIGN COMPANY IS ON SITE
TEMPORARY BANNER WILL BE APPROXIMATELY 125 SF (5'X25').
EXTERIOR SIGN WORK NEEDS TO BE SCHEDULED, COORDINATED, AND 
COMPLETED DURING WEEK 6 OF THE CONSTRUCTION SCHEDULE.

GENERAL CONTRACTOR RESPONSIBILITIES
REMOVE EXISTING EXTERIOR BUILDING SIGNAGE AS NOTED ON SHEET A2. 
(LIGHTED ID/LOGO SIGNS WILL BE REMOVED BY OTHERS.)
BY END OF FIRST WEEK OF CONSTRUCTION, REVIEW EXISTING CONSTRUCTION 
WHERE SIGN(S) WILL BE INSTALLED. IF EXISTING CONDITIONS DO NOT MATCH 
SIGN ATTACHMENT DETAILS SHOWN, REQUEST APPROVAL FROM CONSTRUCTION 
MANAGER TO SUBMIT RFI IN ACCORDANCE WITH SECTION 01255. NOTE 
DIFFERENCES IN CONSTRUCTION, INCLUDING DIMENSIONS, AND INCLUDE 
PHOTOGRAPHS FOR CLARIFICATION.
PROVIDE SUBSTRATE SUITABLE FOR INSTALLATION OF SIGNAGE. REFER TO 
DETAILS ON SHEET A2.1. FOR LIGHTED ID/LOGO SIGNS COORDINATE TIMING OF 
WORK WITH WALMART SIGN CONTRACTOR.
PROVIDE JUNCTION BOXES AND CIRCUITRY TO NEW "Walmart" and "spark" 
SIGNAGE.  EXISTING (8) BOXES FROM "WAL«MART" SIGNAGE MAY BE REUSED.
PROVIDE JUNCTION BOXES AND CIRCUITRY TO RELOCATED  "Pickup" and "Spark" 
SIGNAGE.
VERIFY VOLTAGE AT CIRCUITS FEEDING LIGHTED SIGNAGE. REFER TO 
ELECTRICAL
MAKE FINAL TERMINATIONS ON LIGHTED SIGNAGE

SIGNAGE CONTRACTOR RESPONSIBILITIES
REMOVE ALL LIT SIGNS UNLESS NOTED OTHERWISE.
FURNISH SPECIFIED CONDUIT FOR LIGHTED SIGNAGE.
MAKE REQUIRED EXTERIOR WALL PENETRATIONS, INSTALL CONDUIT, AND SEAL 
PENETRATIONS PER SPECIFICATION SECTION 07900.
INSTALL SIGNAGE PER DETAILS ON SHEET A2.1

5. NO MODIFICATIONS PROPOSED TO MULTI-TENANT PYLON SIGN.

NOTE TO SIGN INSTALLER:
ALL PRIMARY MOUNTING HOLES MUST BE UTILIZED.  IF MOUNTING THROUGH PRIMARY HOLE IS 
OBSTRUCTED BY REBAR, METAL STUDS, CHANNELS, OR OTHER MISC METAL, SEAL PRIMARY 
HOLE IN SIGN CAN AND MOUNT THROUGH THE NEAREST ALTERNATE MOUNTING HOLE.  
PRIMARY HOLES ARE INDICATED WITH PREDRILLED HOLES THROUGH WASHERS.  ALTERNATE 
HOLES ARE INDICATED WITH WASHERS ONLY OR ARE OTHERWISE MARKED.

TYP
ELECTRICAL PENETRATIONS 
(TYP) FIELD VERIFY EXACT 
LOCATIONS 

ALTERNATE SIGN 
MOUNTING LOCATION (TYP) 
FIELD VERIFY EXACT 
LOCATIONS 

SIGN MOUNTING 
LOCATION (TYP) FIELD 
VERIFY EXACT 
LOCATIONS

ROOF LINE

JOIST BEARING 
ELEVATION LINE

REF BLDG ELEVATIONS
BO SIGN

NOTE:
ALL SIGN PENETRATIONS 
ABOVE ROOF LEVEL MUST BE A 
CLEAR MINIMUM OF 8" ABOVE 
DECK

7 
& 

8 
- A

2.
1

8.49 SF

8'-2 3/4"

1'
-0

 3
/8

"

1'
-0

"

9 
- A

2.
1

26.27 SF

9'-8 3/8"

2'
-8

 1
/2

"

9 
- A

2.
1

2'
-0

"

60.74 SF

2'
-8

 1
/2

"

22'-5 1/8"

2'
-0

"

9 
- A

2.
1

EXISTING CMU

PLASTIC NON-ILLUMINATED
CHANNEL LETTER BY 
WALMART

INSTALL 1/8" DIA ALL-THREAD 
STUDS INTO PLASTIC 
MOUNTS PRIOR TO SIGN 
INSTALLATION TYP BY SIGN 
CONTRACTOR

3/8" DIA HOLE FILLED WITH 
ADHESIVE SEALANT. COAT 
ALL-THREAD STUD WITH 
ADHESIVE SEALANT PRIOR 
TO WALL ATTACHMENT 
TYP BY SIGN CONTRACTOR

MOUNTING HOLE PATTERNS FOR
NON-ILLUMINATED SIGN INSTALLATION 
PROVIDED BY WALMART

PLASTIC MOUNT FOR ALL-
THREAD STUD TYP BY WALMART

"ADHESIVE SEALANT" IS TO
BE PRODUCT LN-950 BY 
LIQUID NAILS OR SIMILAR 
POLYURETHANE 
CONSTRUCTION ADHESIVE,
MEETING ASTM D3498 AND
C557 STANDARDS, 
EXTERIOR APPLICATION, 
WEATHER RESISTANT, 
LOW VOC, WITH A MINIMUM 
SHEAR STRENGTH OF 250 
PSI

VA
R

IE
S

REF BLDG EL
BO SIGNAGE

SIGN CAN WITH
.080 ALUMINUM BACKING

FULL BED OF
MULTI-COMPONENT SEALANT
AT PERIMETER OF CONDUIT

DRILL HOLE AND FEED
WHIP THROUGH PARAPET

EXISTING WATERPROOFING
MEMBRANE

EXISTING CMU

EXISTING ROOFING
SYSTEM

FULL BED OF
MULTI-COMPONENT SEALANT
AT PERIMETER OF SPACER, TYP

3/4" SCHEDULE 40 PVC SPACER 
TO PREVENT
COMPRESSION OF EIFS

NOTE:
LOCATE ALL-THREADS PER SIGN
ATTACHMENT TEMPLATE. GC TO
COORDINATE WITH SIGN
SHOP/INSTALLER FOR LOCATIONS

EXISTING EIFS

1" OD NEOPRENE/SS BONDED
WASHER PROVIDED BY WALMART
IN BED OF CONTINUOUS
MULTI-COMPONENT SEALANT BY
SIGN CONTRACTOR

REFER TO SIGNAGE 
GENERAL
NOTES FOR ADDITIONAL 
REQUIREMENTS

SEALANT AT PERIMETER AND 
ANCHORS OF REMOTE 
POWER SUPPLY ENCLOSURE 
BY SIGN CONTRACTOR

REMOTE POWER SUPPLY 
ENCLOSURE FURNISHED AND 
INSTALLED BY SIGN 
CONTRACTOR

LOW VOLTAGE WIRE BY SIGN 
CONTRACTOR

SEALANT AT PERIMETER AND 
ANCHORS OF REMOTE 
POWER SUPPLY ENCLOSURE 
BY SIGN CONTRACTOR

3/4" LIQUID TIGHT FLEXIBLE 
METAL CONDUIT BY BUILDING 
GENERAL CONTRACTOR
REF           FOR ROOF 
PENETRATION DETAIL

SEALANT AT LOW VOLTAGE 
WIRE PENETRATIONS BY SIGN 
CONTRACTOR

THROUGH WALL 
PROTECTION TUBE 
FURNISHED BY SIGN 
CONTRACTOR. INSTALL PER 
MFR RECOMMENDATIONS

HILTI HLC-H 16X140/90 SLEEVE 
ANCHOR FURNISHED BY WALMART 
AT EA SIGN CONNECTION POINT 
INSTALLED BY SIGN CONTRACTOR

PR
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37.34 SF
18'-1 5/8"

2'
-0

"

2'
-0

 3
/4

"

EXISTING 
METAL STUD 
FRAMING

PLASTIC NON-ILLUMINATED 
CHANNEL LETTER BY 
WALMART

PLASTIC MOUNT FOR ALL-
THREAD STUD TYP BY 
WALMART

INSTALL 1/8" DIA ALL-
THREAD STUDS INTO 
PLASTIC MOUNTS TYP 
BY SIGN 
CONTRACTOR

3/8" DIA HOLE FILLED WITH 
ADHESIVE SEALANT. COAT 
ALL-THREAD STUD WITH 
ADHESIVE SEALANT PRIOR 
TO WALL ATTACHMENT TYP 
BY SIGN CONTRACTOR

MOUNTING HOLE 
PATTERNS FOR NON-
ILLUMINATED SIGN 
INSTALLATION PROVIDED 
BY WALMART

"ADHESIVE SEALANT" IS TO BE 
PRODUCT LN-950 BY LIQUID 
NAILS OR SIMILAR 
POLYURETHANE 
CONSTRUCTION ADHESIVE, 
MEETING ASTM D3498 AND 
C557 STANDARDS, EXTERIOR 
APPLICATION, WEATHER 
RESISTANT, LOW VOC, WITH A 
MINIMUM SHEAR STRENGTH 
OF 250 PSI

VA
R

IE
S

R
EF

 E
LE

V
VA

IR
ES

R
EF

 E
LE

V
VA

R
IE

S

REMOVE AND INSTALL 
EIFS BY BUILDING 
GENERAL CONTRACTOR 
REF SPEC

INSTALL EIFS TO MATCH 
ADJACENT. FACE TO BE 
FLUSH WITH EXISTING 
EIFS BY BUILDING 
GENERAL CONTRACTOR

REPLACE EXISTING 
SHEATHING AT SIGN 
WITH 5/8" EXTERIOR 
PLYWOOD SHEATHING 
BY BUILDING GENERAL 
CONTRACTOR

REF BLDG EL
BO SIGNAGE

NOTE:
LOCATE ANCHORS PER SIGN
ATTACHMENT TEMPLATE. GC TO
COORDINATE WITH SIGN
SHOP/INSTALLER FOR LOCATIONS

SIGN CAN WITH
.080 ALUMINUM BACKING

FULL BED OF
MULTI-COMPONENT SEALANT
AT PERIMETER OF CONDUIT

DRILL HOLE AND FEED
WHIP THROUGH PARAPET

1" OD NEOPRENE/SS BONDED
WASHER PROVIDED BY WALMART
IN BED OF CONTINUOUS
MULTI-COMPONENT SEALANT BY
SIGN CONTRACTOR

EXISTING CMU

EXISTING ROOFING
SYSTEM

REFER TO SIGNAGE 
GENERAL
NOTES FOR ADDITIONAL 
REQUIREMENTS

LOW VOLTAGE WIRE 
BY SIGN 
CONTRACTOR

TO JUNCTION BOX 
REF ELEC 
BY BUILDING GENERAL 
CONTRACTOR

THROUGH WALL 
PROTECTION TUBE 
FURNISHED BY SIGN 
CONTRACTOR. INSTALL PER 
MFR RECOMMENDATIONS

HILTI HLC-H 16X140/90 SLEEVE 
ANCHOR FURNISHED BY WALMART 
AT EA SIGN CONNECTION POINT 
INSTALLED BY SIGN CONTRACTOR

REMOTE POWER SUPPLY 
ENCLOSURE FURNISHED AND 
INSTALLED BY SIGN 
CONTRACTOR

NOTE TO SIGN INSTALLER:
ALL PRIMARY MOUNTING HOLES MUST BE UTILIZED.  IF MOUNTING THROUGH 
PRIMARY HOLE IS OBSTRUCTED BY REBAR, METAL STUDS, CHANNELS, OR 
OTHER MISC METAL, SEAL PRIMARY HOLE IN SIGN CAN AND MOUNT THROUGH 
THE NEAREST ALTERNATE MOUNTING HOLE.  PRIMARY HOLES ARE INDICATED 
WITH PREDRILLED HOLES THROUGH WASHERS.  ALTERNATE HOLES ARE 
INDICATED WITH WASHERS ONLY OR ARE OTHERWISE MARKED.

NOTE:
ALL SIGN PENETRATIONS ABOVE 
ROOF LEVEL MUST BE A CLEAR 
MINIMUM OF 8" ABOVE DECK

ELECTRICAL PENETRATIONS (TYP) 
FIELD VERIFY EXACT LOCATIONS 

SIGN MOUNTING 
LOCATION (TYP) FIELD 
VERIFY EXACT 
LOCATIONS

ROOF LINE

JOIST BEARING 
ELEVATION LINE

REF BLDG ELEVATIONS
CENTER OF SIGN

14'-5 3/4"

12
 &

 1
3 

- A
2.

1

THROUGH WALL 
PROTECTION TUBE 
FURNISHED BY WALMART 
INSTALLED BY SIGN 
CONTRACTOR PER MFR 
RECOMMENDATIONS

FULL BED OF MULTI-
COMPONENT SEALANT AT
PERIMETER OF CONDUIT BY
SIGN INSTALLER

INSTALL LETTER BACK
PRIOR TO INSTALLATION
BY SIGN INSTALLER

INDIVIDUAL PLASTIC
ILLUMINATED CHANNEL
LETTERS BY SIGN
SUPPLIER

INSTALL LETTER FACES
W/ SET SCREWS, TYP BY
SIGN INSTALLER

LOCATE ANCHORS AND
WIRING/CONDUIT PENETRATIONS
PER SIGN ATTACHMENT TEMPLATE
PROVIDED BY WALMART

SEALANT ALL AROUND

ELECTRICAL TO 
JUNCTION BOX

REMOTE POWER SUPPLY 
ENCLOSURE PROVIDED BY 
SIGN CONTRACTOR

HILTI HPS 1/4" X 1 5/8" 
SLEEVE ANCHOR 
PROVIDED BY WALMART 
AT EACH SIGN 
CONNECTION POINT 
INSTALLED BY SIGN 
CONTRACTOR

LOW VOLTAGE WIRE 
INSTALLED BY SIGN 
CONTRACTOR

THROUGH WALL 
PROTECTION TUBE 
FURNISHED BY WALMART 
INSTALLED BY SIGN 
CONTRACTOR PER MFR 
RECOMMENDATIONS

FULL BED OF MULTI-
COMPONENT SEALANT AT
PERIMETER OF CONDUIT BY
SIGN INSTALLER

INSTALL LETTER BACK
PRIOR TO INSTALLATION
BY SIGN INSTALLER

INDIVIDUAL PLASTIC
ILLUMINATED CHANNEL
LETTERS BY SIGN
SUPPLIER

INSTALL LETTER FACES
W/ SET SCREWS, TYP BY
SIGN INSTALLER

LOCATE ANCHORS AND
WIRING/CONDUIT PENETRATIONS
PER SIGN ATTACHMENT TEMPLATE
PROVIDED BY WALMART

LOCATE CONDUIT PENETRATION
4'-0" MAX FROM UNISTRUT.
PROVIDE ONLY ONE ROOF
PENETRATION FOR ALL WHIPS.

EXISTING ROOFING SYSTEM

PENETRATIONS AND SEALANT 
AT LOW VOLTAGE WIRE BY 
SIGN CONTRACTOR

3/4" LIQUID TIGHT FLEXIBLE METAL 
CONDUIT BY BUILDING GENERAL 
CONTRACTOR

SIGNAGE CONDUIT FLASHING AT LOW VOLTAGE 
WIRE PENETRATIONS FURNISHED BY WALMART 
INSTALLED BY SIGN CONTRACTOR PER MFR 
RECOMMENDATIONS

SEALANT AT PERIMETER AND ANCHORS OF 
REMOTE POWER SUPPLY ENCLOSURE PROVIDED 
BY SIGN CONTRACTOR

REMOTE POWER SUPPLY ENCLOSURE PROVIDED 
BY SIGN CONTRACTOR

EXISTING 
WATERPROOFING MEMBRANE

HILTI HPS 1/4" X 1 5/8" 
SLEEVE ANCHOR 
PROVIDED BY 
WALMART AT EACH 
SIGN CONNECTION 
POINT INSTALLED BY 
SIGN CONTRACTOR

PRE MOLDED PIPE FLASHING ATTACHED 
PER ROOFING MFR RECOMMENDATIONS 
BY BUILDING GENERAL CONTRACTOR

CONT SEALANT BY BUILDING 
GENERAL CONTRACTOR

LOW VOLTAGE WIRE BY SIGN 
CONTRACTOR

CONDUIT TO PANEL BOARD 
REF ELECTRICAL

NO.
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SIGNATURE

REG. NO.

DATE ISSUED

I HEREBY CERTIFY THAT THE PORTION OF 
THIS TECHNICAL SUBMISSION DESCRIBED 
BELOW WAS PREPARED BY ME OR 
UNDER MY DIRECT SUPERVISION AND 
RESPONSIBLE CHARGE. I AM A DULY 
REGISTERED ARCHITECT UNDER THE 
LAWS OF THE STATE OF NEW MEXICO
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 1/4" = 1'-0"1 5'-6" WALMART SIGN

 1/4" = 1'-0"2 5'-6" WALMART SIGN MOUNTING DIAGRAM

 1/4" = 1'-0"6 1'-0" VISION

 1/4" = 1'-0"5 2'-0" GROCERY
 1/4" = 1'-0"3 2'-0" HOME & PHARMACY

 1 1/2" = 1'-0"10 SIGN ATTACHMENT AT CMU WALL

NEW SIGNAGE SCHEDULE

SIGNAGE QTY LIGHTED COLOR SIZE AREA (SF)
TOTAL AREA

(SF)

Lawn & Garden 1 N/A WHITE 2'-0" 37.34 37.34
Home & Pharmacy 1 N/A WHITE 2'-0" 60.74 60.74
N/A 1 WM WHITE 1'-0" 8.49 8.49
N/A 2 WM WHITE/YELLOW 5'-6" 299.04 598.08
Grocery 1 N/A WHITE 2'-0" 26.27 26.27

730.92
TOTAL BUILDING SIGNAGE 730.92

Vision Center

Grocery
Walmart w/ Spark

 1 1/2" = 1'-0"7
SIGN ATTACHMENT AT EIFS
AND CMU ABOVE ROOF LINE

 SIGNAGE        QTY        LIGHTED      COLOR   SIZE  AREA (SF)  TOTAL AREA (SF)

 Pickup w/ Spark         1  INTERNAL       YELLOW/WHITE    2'-6"      65.43        65.43

EXISTING SIGNAGE SCHEDULE

N/A
INTERNAL

 1/4" = 1'-0"4 2'-0" LAWN & GARDEN

 1 1/2" = 1'-0"9 SIGN ATTACHMENT
 1 1/2" = 1'-0"8 SIGN ATTACHMENT AT CMU WALL BELOW ROOF LINE

 1/4" = 1'-0"11 PICKUP SIGN MOUNTING DIAGRAM 2'6"

 1 1/2" = 1'-0"12 SIGNAGE ATTACHMENT
 1 1/2" = 1'-0"13 SIGNAGE ATTACHMENT

DETAILS 11, 12, AND 13 HAVE BEEN ADDED 
2

ADDED LETTER E. TO NOTE
2

ISSUE BLOCK
2 CCD1 03/27/20
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