
TYPE FENCE PER
DETAIL 3/A057

PEDESTRIAN GATE PER
DETAIL  5/A057

CANTILEVER GATE PER
DETAIL  1/A057

PEDESTAL PER
DETAIL 4/A057

GATE CONTROLLER
GATE CONTROLLER

CANTILEVER GATE PER
DETAIL  1/A057.  EXIT ONLY.
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SCALE: 1" = 40'-0"A057

2 SECURITY FENCE LAYOUT

SCALE: 1" = 1'-0"A057
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SCALE: 1 1/2" = 1'-0"A057
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SCALE: 1 1/2" = 1'-0"A057
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NORTH

TRUE
NORTH

N.T.S. (NOT TO SCALE)A057

1 TRANSPORT II GENESIS CANTILEVER GATE

N.T.S. (NOT TO SCALE)A057
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N.T.S. (NOT TO SCALE)A057

5 IMPASSE GAUNTLET 2/3 RAIL
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12"x12" CONCRETE 
CURB. REINFORCING 
PER STRUCTURAL.

GATE POST PER 
, TYP

3

A058

__________

A058

2

PRE-CAST 
CONCRETE CAP

CMU WALL BELOW

10
' -

 0
" 

IN
S

ID
E

4 
1/

2"

10' - 3"10' - 3"

4 
1/

2"

TRASH DUMPSTER 
BY OTHERS

/6 A058

20' - 0" INSIDE

________
A058

8

6'
 -

 8
" 

T
O

 C
M

U
 W

A
LL

6'
 -

 6
" 

G
A

T
E

 P
O

S
T

10' - 0" INSIDE

12"x12" CONCRETE 
CURB. REINFORCING 
PER STRUCTURAL.

GATE

TRASH DUMPSTER 
BY OTHERSPRECAST CONC CAP

________
A058

9

1" CHAMFER

3

A058

__________

6'
 -

 8
" 

T
O

 C
M

U
 W

A
LL

6'
 -

 6
" 

G
A

T
E

 P
O

S
T

20' - 0" INSIDE

9' - 9" CLEAR

NOTE:

HARDWARE FOR METAL GATE(S) TBD

PRECAST CONC CAP

9' - 9" CLEAR

6

A058

__________

GATE POST PER 
, TYP/6 A058

4"
5'

 -
 4

"
4"

6"

6'
 -

 6
"

METAL GATE FRAME

METAL GATE HANDLE

METAL GATE FRAME

2" x 2" x 1/4" ANGLE - MITER
JOINT & WELD AT CORNERS -
PAINT TO MATCH BUILDING

6" DIA. STL. PIPE FILL W/
CONCRETE

1 1/2" x 1/4" STL. STRAP AT REAR
FACE OF DOOR - WELD TO STEEL
ANGLE AT CORNERS

SLIDING LATCH (DOLCO #207)

BOLT 'J' STRAPS TO DOORS,
LOCATE TO HOLD CANE BOLTS
WHEN DOORS ARE IN USE

CANE BOLT (STANLEY #1009-18")

3/4" STANDARD PIPE (SLEEVE) 6" IN
LENGTH WELDED AT BOTTOM CORNER
OF EA. DOOR

1/2" WOOD SLAT OVER METAL FRAME. 
PAINT PT-4

________
A058

6________
A058

4

1" DIA. STL. PIPE 4" IN LENGTH WELD
ONE TO ANGLE AT DOOR WELD
ANOTHER AT 6" PIPE

2" x 2" x 1/4" ANGLE FRAME AND BRACES

1/2" WOOD SLATS OVER METAL FRAME. 
PAINT PT-4

3/4" DIA. STL. ROD, WELD TO 1" DIA.
STL. PIPE

6" DIA. STL. PIPE FILL W/ CONCRETE
PAINTED. SEE STRUCT FOR FOOTING.

6" DIA. STL. STD. WT. PIPE FILL 
WITH CONCRETE

1" DIA. STL. PIPE 4" IN LENGTH WELDED TO 6"
PIPE. WELD 3/4" DIA. SOLID STL. ROD 8" IN LENGTH
INSIDE 1" DIA. STL. PIPE TO ACT AS HINGE FOR
DOOR

WASHER

2" x 2" x 1/4" ANGLE FRAME

1/2" WOOD SLATS OVER METAL FRAME. 
PAINT PT-4

1" DIA. STL. PIPE 4" IN LENGTH WELD
TO ANGLE AT DOOR

WALL ENCLOSURE - REFER TO STRUCTURAL

GALVANIZED METAL POST FILLED WITH 
CONCRETE PER GATE MFR

1/2" WOOD SLATS OVER METAL 
FRAME DOOR. PAINT PT-4

GALV GATE HINGES PER GATE MFR

3/4" TREATED SOLID WOOD SLAT INSERT 
INTO METAL GATE FRAME

6'
 -

 8
"

BOND BEAM PER
STRUCT

8"x8"x16" CONCRETE 
MASONRY UNIT PAINTED ON 
ALL SURFACES PT-4 GRAY 
(SW 7046 ANONYMOUS) (FILL 
AND REINFORCEMENT BY 
STRUCT DESIGN)

MASONRY WALL TO BE 
SECURELY ANCHORED TO 
CONCRETE PAD (REFER TO 
STRUCTURAL DESIGN)

5"

PRE-CAST CONCRETE 
CAP WITH RAIN DRIPS

3 
1/

2"

10 1/2"

9"

6"
36

"
42

"

TYPICAL

18"

3" CLR 3" CLR

1" THRU HOLE FOR BOLLARD REMOVAL

6" ⌀ GALVANIZED PIPE, WELD 1/4" 
STEEL CAP TO TOP

(3) 1/2" ⌀ RODS WELDED TO BOLLARD 
TO KEEP UPRIGHT

8" ID PIPE SLEEVE

NOTE:

FIELD VERIFY LOCATIONS, 
NUMBER & TYPE OF GUARDPOSTS 
W/ OWNER, ALLOW FOR 50% 
REMOVABLE & 50% FIXED

YELLOW 'SETON' COVER

10B

A058

__________

9"

6"
36

"

TYPICAL

18"

3" CLR 3" CLR

6" ⌀ GALVANIZED PIPE, CONCRETE 
FILLED, MOUND SMOOTH AT TOP.

YELLOW 'SETON' COVER

11B

A058

__________

42
"

CONCRETE PER STRUCT

8" ID GALV PIPE

6" ⌀ GALV PIPE

3 #3 BAR TIES HORIZ

4 #4 BARS VERT

(3) 1/2" ⌀ RODS WELDED TO 
BOLLARD TO KEEP UPRIGHT

CONCRETE PER STRUCT

6" ⌀ GALV PIPE

3 #3 BAR TIES HORIZ

4 #4 BARS VERT

SCALE: 3/8" = 1'-0"A058

1 TRASH ENCLOSURE - ENLARGED PLAN
SCALE: 3/8" = 1'-0"A058

3 TRASH ENCLOSURE - SECTION
SCALE: 3/8" = 1'-0"A058

2 TRASH ENCLOSURE - FRONT

SCALE: 1" = 1'-0"A058

8 TRASH ENCLOSURE - GATE SECTION
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ARCHITECTURAL
DETAILS

DTMK

2023-10-27 BID SET

2023-05599-00

OPPIDAN

10 MW ALBQ

Data Center

Daytona Road NW, Albuquerque, New Mexico

10 MW Data Center Prototype

SCALE: 3/4" = 1'-0"A058

7 TRASH ENCLOSURE - GATE DETAIL
SCALE: 1/2" = 1'-0"A058

6 TRASH ENCLOSURE - GATE JAMB
SCALE: 1/2" = 1'-0"A058

4 TRASH ENCLOSURE - HINGE DETAIL
SCALE: 1 1/2" = 1'-0"A058

5 TRASH ENCLOSURE - PLAN DETAIL

SCALE: 1" = 1'-0"A058

9 TRASH ENCLOSURE - WALL SECTION
SCALE: 3/4" = 1'-0"A058

10A REMOVEABLE PIPE BOLLARD
SCALE: 3/4" = 1'-0"A058

11A FIXED PIPE BOLLARD

SCALE: 1 1/2" = 1'-0"A058

10B BOLLARD BELOW GRADE

SCALE: 1 1/2" = 1'-0"A058

11B BOLLARD BELOW GRADE

Δ DESCRIPTION DATE



A0594

A059

1

A059 3MAIN LEVEL
0"

4" END CAP 
FLASHING, TYP

1'
 -

 4
"

11
' -

 0
"

1'
 -

 4
"

8'
-1

1"
.

6"
 C

LR

_______PM2

-

_______PM2

-

_______PM2

-

_______CWP1

-

TOP OF CONC CURB PER STRUCT AT
1" BELOW MAIN LEVEL

MAIN LEVEL
0"

4" END CAP 
FLASHING, TYP

_______PM2

-

C
LR6"

8'
 -

 1
1"

1'
 -

 4
"

11
' -

 0
"

1'
 -

 4
"

_______PM2

-

_______PM2

-

_______CWP1

-

TOP OF CONC SLAB PER STRUC AT 
1" BELOW MAIN LEVEL

MAIN LEVEL
0"

4" END CAP 
FLASHING, TYP

1'
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 4
"

11
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 0
"

1'
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"

8'
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 1
1"

C
LR6"

_______PM2

-

_______PM2

-
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-

_______CWP1

-

SCALE: 1" = 60'-0"

SCREEN WALL ELEVATION KEY PLAN
SCALE: 1/4" = 1'-0"

TANK SCREEN WALL - EAST ELEVATION
4

SCALE: 1/4" = 1'-0"

TANK SCREEN WALL - SOUTH ELEVATION
1

SCALE: 1/4" = 1'-0"

TANK SCREEN WALL - WEST ELEVATION
3

EXTERIOR MATERIAL SCHEDULE
MARK MATERIAL DESCRIPTION FINISH

CP1 CONCRETE SMOOTH FACE TILT-UP CONCRETE PANEL W/ REVEALS PT-2

CP2 CONCRETE TEXTURED CONCRETE USING FORMLINER PT-4

CWP1 WALL PANEL AEP SPAN NU-WAVE, 30% OPEN AREA, OLD TOWN GRAY. ALUMINUM
PANELS OF SIMILAR APPERANCE ARE AN ACCEPTABLE ALTERNATE.

-

MM1 METAL METAL DOORS AND OTHER METAL SURFACES PT-3

PM1 METAL PREFINISHED METAL TO MATCH LOUVER COLOR -

PM2 METAL PREFINISHED METAL TO MATCH PT-3 -

3
"

1
 1

/2
"

1
"

3
/4

"

1
/2

"

3
/8

"

1
/4

"

3/16"
1/8"

3/32"
1/16"

1
/3

2
"

3
/6

4
"

p. 877.725.2755salasobrien.com

NOT  FOR 

CONSTRUCTION

SHEET NUMBER REVISION

SHEET NAME

REVISIONS

NOTES

CHECKED BY DRAWN BY

CONFIDENTIAL
THIS DRAWING AND ASSOCIATED DESIGN ELEMENTS 
ARE CONFIDENTIAL AND THE PROPERTY OF SALAS 
O'BRIEN, WHICH RETAINS ALL COMMON LAW, 
COPYRIGHT, STATUTORY AND OTHER RIGHTS THERETO. 
ANY UNAUTHORIZED USE, REUSE OR REPRODUCTION IS 
PROHIBITED. UNLESS OTHERWISE AGREED TO BY SALAS 
O'BRIEN, THIS DRAWING (AS WELL AS ANY COPIES) 
SHALL BE RETURNED TO SALAS O'BRIEN UPON 
REQUEST.

PROFESSIONAL SEAL

ISSUE DATE DESCRIPTION

F

E

D

C

B

A

1

Not for permits, pricing or other official purposes. This document 
has not been completed or checked and is for general information 

or comment only.

2 3 4 5 6 7 8

KDW Salas O'Brien, LLC

10202 5th Avenue NE

Seattle, WA  98125

A
u

to
d

e
s
k
 D

o
c
s
:/
/2

0
2
3

-0
5

5
9

9
 O

P
P

 A
lb

u
q

u
e
rq

u
e

 D
C

/O
P

P
5

5
9

9
-S

O
B

-X
X

-Z
Z

-3
D

-A
-0

0
0
1

.r
v
t

1

4
/2

4
/2

0
2
4

 4
:2

3
:2

1
 A

M

A059

SCREEN WALLS

TSMK

2023-10-27 BID SET

2023-05599-00

OPPIDAN

10 MW ALBQ

Data Center

Daytona Road NW, Albuquerque, New Mexico

10 MW Data Center Prototype

Δ DESCRIPTION DATE

1 DFT Resubmittal 2024-04-23

PROJECT
NORTH

TRUE
NORTH

TOP OF CONC SLAB PER STRUCT AT 1"
BELOW MAIN LEVEL

1

1

1

1

1



MAIN LEVEL
0"

TOC LOW PARAPET
35' - 0"

2 3 4 5 6 7 8 9 10 12 13 141 11

MEZZANINE
16' - 0"

TOC HIGH PARAPET
39' - 0"

1

A742

__________

LOADING DOCK
-4' - 0"

1' - 10"
36' - 0"30' - 0"36' - 0"39' - 0"36' - 0"39' - 0"36' - 0"39' - 0"36' - 0"39' - 0"36' - 0"39' - 0"9' - 0"1' - 10"

________
A601

1 ________
A601

2

10"WALL TYPE XC810"

MAIN LEVEL
0"

TOC LOW PARAPET
35' - 0"

A B C D E F G H

MEZZANINE
16' - 0"

TOC HIGH PARAPET
39' - 0"

LOADING DOCK
-4' - 0"

36' - 0" 25' - 0" 26' - 0" 25' - 0" 25' - 0" 28' - 0" 30' - 0"

WALL TYPE XC10.2 WALL TYPE XC10.1 WALL TYPE XC10.2

________
A603

2

MAIN LEVEL
0"

TOC LOW PARAPET
35' - 0"

ABCDEFGH

MEZZANINE
16' - 0"

2

A650

__________

TOC HIGH PARAPET
39' - 0"

LOADING DOCK
-4' - 0"

30' - 0" 28' - 0" 25' - 0" 25' - 0" 26' - 0" 25' - 0" 36' - 0"

WALL TYPE XC10.2 WALL TYPE XC10.1 WALL TYPE XC10.2

________
A603

1

MAIN LEVEL
0"

TOC LOW PARAPET
35' - 0"

2345678910121314 1
1

A650

__________11

MEZZANINE
16' - 0"

TOC HIGH PARAPET
39' - 0"

LOADING DOCK
-4' - 0"

36' - 0" 30' - 0" 36' - 0" 39' - 0" 36' - 0" 39' - 0" 36' - 0" 39' - 0" 36' - 0" 39' - 0" 36' - 0" 39' - 0" 9' - 0"

________
A602

2________
A602

1

4' - 10" WALL TYPE XC8 10"

DOOR 100

SCHEDULED 
NUMBER

34" | 200

MAX EXITWIDTH

EQUIPMENT 11-A

PARTITION 11-A

WALL / PARTITION
STOREFRONT
CURTAIN WALL
TILT-UP PANEL

CP1: CONCRETE
MFR:
PRODUCT:
CONCRETE MIX:
FINISH: SMOOTH

MATERIAL 2
MFR:
PRODUCT:
FINISH:
TEXTURE:

MATERIAL 3
MFR:
PRODUCT:
FINISH:
TEXTURE:

CP1: CONC. / PAINTED STRIPE
MFR:
PRODUCT:
CONCRETE MIX:
FINISH: "META BLUE"

CP1: CONC.
MFR:
PRODUCT:
CONCRETE MIX:
FINISH: SMOOTH, PT-4 GRAY

CP2: CONC.
MFR: FITZGERALD
PRODUCT: FORMLINERS 
16938 RANDOM PLANK, 
VERTICAL ORIENTATION
CONCRETE MIX:
FINISH: TEXTURED, PT-4 GRAY

SCALE: 1/16" = 1'-0"

NORTH EXTERIOR ELEVATION
1

SCALE: 1/16" = 1'-0"

EAST EXTERIOR ELEVATION
2 SCALE: 1/16" = 1'-0"

WEST EXTERIOR ELEVATION
3

SCALE: 1/16" = 1'-0"

SOUTH EXTERIOR ELEVATION
4
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EXTERIOR FINISH LEGEND EXTERIOR MATERIAL SCHEDULE B
MARK MATERIAL DESCRIPTION FINISH

CP1 CONCRETE SMOOTH FACE TILT-UP CONCRETE PANEL W/ REVEALS PT-2

CWP1 WALL PANEL AEP SPAN NU-WAVE, 30% OPEN AREA, OLD TOWN GRAY. ALUMINUM
PANELS OF SIMILAR APPERANCE ARE AN ACCEPTABLE ALTERNATE.

-

MM1 METAL METAL DOORS AND OTHER METAL SURFACES PT-3

PM1 METAL PREFINISHED METAL TO MATCH LOUVER COLOR -

PM2 METAL PREFINISHED METAL TO MATCH PT-3 -
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AIR SPACE

BENT PLATE AT 4'-0" OC HORIZ PER 
4/A730

CONCRETE TILT WALL 
PANEL, REF STRUCTURAL

5/8" GYPSUM BOARD

METAL STUD3 5/8"

INTERIOR EXTERIOR

2" POLYISO RIGID INSULATION WITH 
INTEGRAL VAPOR BARRIER (R-11.4 MIN). 
CONTENTIOUSLY TAPE ALL SEAMS & 
PENETRATIONS. ADHERE TO CONCRETE 
WALL PER MFGR REOMMENDATIONS. 

TOP TRACK

1/2"

CLG WHERE SCHEDULED 

FINISH CUT EDGE OF GWB

BENT PLATE AT 4'-0" OC HORIZ PER 4/A730

INTERIOR WALL ASSEMBLY,
PER PLAN, WHERE OCCURS

10 MIL UNDERSLAB VAPOR 
BARRIER ON GRADE

MIN R-15 UNDERSLAB PERIMETER 
INSULATION, 24" MIN DEPTH

TILT-UP CONCRETE PANEL,
RE: STRUCTURAL

SIDEWALK, WHERE 
APPLICABLE

CONCRETE FOOTING,
RE: STRUCTURAL

1/2" ASPHALTIC FIBERBOARD 
CONTROL JOINT

SHIM,
RE: STRUCTURAL

EMBED,
RE: STRUCTURAL

CONCRETE PANEL WALL

BACKER ROD AND
SEALANT BOTH SIDES

2' POLYISO RIGID INSULATION 
WITH INTERAGEL VAPOR 
BARRIER (R-11.4 MIN). 
CONTENTIOUSLY TAPE ALL 
SEAMS.

EXTERIOR

INTERIOR

CONCRETE PANEL WALL

STEEL EMBED PLATES PER 
STRUCTURAL

BACKER ROD AND SEALANT

STEEL ANGLE PER 
STRUCTURAL

EXTERIOR

INTERIOR
CONTINUOUS RIGID INSUL 
AS SCHED.  CONTINUOUS 
TAPE ALL SEAMS.

ELECTRICAL BUS, 
REF ELECTRICAL

3/4" PT PLYWD
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CONCRETE MIX:
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EXTERIOR FINISH LEGEND SHEET KEYNOTES
KEY DESCRIPTION

1 DOWNSPOUT FROM ROOF TO TIGHTLINE, SEE CIVIL, SEE DETAIL 6/A720

2 THRU-WALL SCUPPER TO CONDUCTOR HEAD & DOWNSPOUT ON EXTERIOR FACE OF BULDING, W/ 2" DEEP
x 24" DIAMETER SUMP ON ROOF, SEE DETAILS 14 & 15/A720

3 LOADING DOCK LEVELER & BUMPERS, SEE DETAILS 1 & 2/A056

4 LOADING DOCK RAMP, SEE CIVIL

5 STANDING SEAM COPING CAP ON PARAPET, SEE DETAILS 4 & 12/A720

6 WALL OPENING FOR CABLE BUS. SEE DETAIL 4/A710.

7 RIGID INSULATION & SHEET METAL BLANKING PANEL IN OPENING FOR FUTURE ELECT EQUIP. SEE DTL
3/A711

8 END CONCRETE REVEAL 6" FROM OPENING.

9 RIGID INSULATION & SHEET METAL BLANKING PANEL BEHIND LOUVER. SEE DTL 6/A711
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CWP1 WALL PANEL AEP SPAN NU-WAVE, 30% OPEN AREA, OLD TOWN GRAY. ALUMINUM
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DOOR 100

SCHEDULED 
NUMBER

34" | 200

MAX EXITWIDTH

EQUIPMENT 11-A

PARTITION 11-A

WALL / PARTITION
STOREFRONT
CURTAIN WALL
TILT-UP PANEL

CP1: CONCRETE
MFR:
PRODUCT:
CONCRETE MIX:
FINISH: SMOOTH

MATERIAL 2
MFR:
PRODUCT:
FINISH:
TEXTURE:

MATERIAL 3
MFR:
PRODUCT:
FINISH:
TEXTURE:

CP1: CONC. / PAINTED STRIPE
MFR:
PRODUCT:
CONCRETE MIX:
FINISH: SMOOTH, PT-3 BLUE

CP1: CONC.
MFR:
PRODUCT:
CONCRETE MIX:
FINISH: SMOOTH, PT-4 GRAY

CP2: CONC.
MFR: FITZGERALD
PRODUCT: FORMLINERS 
16938 RANDOM PLANK, 
VERTICAL ORIENTATION
CONCRETE MIX:
FINISH: TEXTURED, PT-4 GRAY

EXTERIOR FINISH LEGEND SHEET KEYNOTES
KEY DESCRIPTION

1 RIGID INSULATION & SHEET METAL BLANKING PANEL BEHIND LOUVER. SEE DTL 6/A711

2 DOWNSPOUT FROM ROOF TO TIGHTLINE, SEE CIVIL, SEE DETAIL 6/A720

3 THRU-WALL SCUPPER TO CONDUCTOR HEAD & DOWNSPOUT ON EXTERIOR FACE OF BULDING, W/ 2" DEEP
x 24" DIAMETER SUMP ON ROOF, SEE DETAILS 14 & 15/A720

4 STANDING SEAM COPING CAP ON PARAPET, SEE DETAILS 4 & 12/A720

5 AWNING CENTERED OVER DOOR, 4' x 5'-4".  SEE DETAIL 12/A710.
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CONFIDENTIAL
THIS DRAWING AND ASSOCIATED DESIGN ELEMENTS 
ARE CONFIDENTIAL AND THE PROPERTY OF SALAS 
O'BRIEN, WHICH RETAINS ALL COMMON LAW, 
COPYRIGHT, STATUTORY AND OTHER RIGHTS THERETO. 
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A903

(SOUTH) COLOR
ELEVATION - DETAIL

DTMK

2023-10-27 BID SET

2023-05599-00

OPPIDAN

10 MW ALBQ

Data Center

Daytona Road NW, Albuquerque, New Mexico

10 MW Data Center Prototype

SCALE: 1/8" = 1'-0"

PROJECT SOUTH (RIGHT) ELEVATION
2

SCALE: 1/8" = 1'-0"

PROJECT SOUTH (RIGHT) ELEVATION
1

EXTERIOR MATERIAL SCHEDULE B
MARK MATERIAL DESCRIPTION FINISH

CP1 CONCRETE SMOOTH FACE TILT-UP CONCRETE PANEL W/ REVEALS PT-2

CWP1 WALL PANEL AEP SPAN NU-WAVE, 30% OPEN AREA, OLD TOWN GRAY. ALUMINUM
PANELS OF SIMILAR APPERANCE ARE AN ACCEPTABLE ALTERNATE.

-

MM1 METAL METAL DOORS AND OTHER METAL SURFACES PT-3

PM1 METAL PREFINISHED METAL TO MATCH LOUVER COLOR -

PM2 METAL PREFINISHED METAL TO MATCH PT-3 -

1 1

1

1

1

1

1 1
1

Δ DESCRIPTION DATE

1 DFT Resubmittal 2024-04-23
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