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SEE DETAIL ON A2.3
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(R.O.W. VARIES)

~1,255 linear feet of 3 ft high wall
Lower section of wall is stucco over cmu, with cmu
pilasters cover in tile - pilasters are 3'-6" high to
top of stone cap,
UPPER SECTION OF WALL IS A STEEL FRAME
WITH WIRE MESH INFILL  -
See sheet a2.3 for details

ANY WALL OUTSIDE OF PROPERTY LINES AND LOCATED IN
THE PUBLIC RIGHT-OF-WAY WILL REQUIRE A REVOCABLE
PERMIT AND WILL NEED TO PROVIDE INSURANCE ON THE
WALL AS BUILT
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EXISTING painted crosswalk on asphalt for
PEDESTRIAN CROSSWALK

EXISTING 6' ADA PATH TO THE RIGHT-OF-WAY

EXISTING ADA PARKING SPACES WITH SIGNAGE AND
PAVEMENT MARKINGS, SEE sHEET A1.2A FOR DETAILS

new bicycle rack - see detail 1/a1.2a

EXISTING BICYCLE RACK

INDICATES PROPOSED 5' X 10' MOTORCYCLE PARKING
STALL LOCATION, RE: SITE PLAN FOR LOCATIONS -see
detail 7/a1.2a FOR REQ. SIGNAGE
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(AS MEASURED FROM THE GUTTER PAN)
WILL NOT BE ACCEPTABLE IN THIS AREA.
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P A R K I N G 

MX-M

6200 CENTRAL AVE. SE

87108

EXISTING BUILDING 00.0 SF

ALBUQUERQUE, NEW MEXICO  

LEGAL DESCRIPTION
LOT 8A, BLOCK 0000
TIJERAS PLACE IMPROVEMENT CO INC
ALBUQUERQUE, NM
UPC: 101805724913931314

TENANT SQ FT PARKING   REQUIRED

CARWASH 5,623 SF(1,633) 2/1000 3.266
C-ULTRA HEALTH 1,800 SF 4/1000 7.2
B-DON DINERO 1,200 SF 4/1000 4.8
A-LIBERTY TAX 1,200 SF 4/1000 4.8
B-2 RT66 DENTISTRY 8,290 SF 3.5/1000 29.015
B-1 GEN X 5,000 SF 4/1000 20
EL MEZQUITE 47,677 SF 4/1000 190.708
A-1 5,100 SF 3/1000 15.3
A-2 2,470 SF 4/1000 9.88
L-DENISSE FURN 9,014 SF 4/1000 36.056
A-TIJERA MAGICA 1,415 SF 4/1000 5.66
BCDE-EARLY VOTING 4,585 SF 4/1000 18.34
F-REIGNING CATS& 1,200 SF 4/1000 4.8
G-HEALTHY LIFE 1,200 SF 4/1000 4.8
H-FRED LOYA INS 1,200 SF 3.5/1000 4.2
I-PALATERIA 1,200 SF 8/1000 9.6
J-YERBERIA JUAREZ 1,350 SF 4/1000 6.6
K-METRO PCS 1,050 SF 4/1000 4.2
__________ _______
TOTALS 100,574 SF 379.225

380 REQ

PROVIDED 607 EXISTING
  66 NEW
____________

TOTAL PROVIDED 673 SPACES

ADA SPACES REQUIRED  501-800 SPACE = 16 REQ.
PROVIDED = 19 EXISTING, NO NEW

MOTORCYCLE SPACES REQUIRED 301-500 = 6 REQ.
PROVIDED = 6, 6 NEW

BICYCLE SPACES REQUIRED 10 % OF 380 REQ PARKING  =  38 REQ.
PROVIDED = 40, 12 EXISTING, 28 NEW

REMOVE EXTG. CONCRETE
& INSTALL NEW ASPHALT
& SEE CIVIL
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new ART INSTALLATION
SEE SHEET A2.1
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ACCESSIBLE

RESERVED
 PARKING

12"

18"

R7-8-12
BL/W-RB

R7-8-12
BL/W-RB

R7-8a-12
BL/W-RB

12"

18"

9"

A1.2a
4

A1.2a
5

A1.2a
6 SIGN MOUNTING DETAIL

NTS

SECTION A-A
NTS

HANDICAP PARKING SIGNS
NTS

CAST SIGN POST INTO
BASE BOLLARD

5
'-
0

"

A1.2a
SIGN MOUNTING DETAIL
NTS

12"

R7-8-12
BL/W-RB

12"

NOTE: LETTERING SHALL BE
FHWA SERIES "B" ALPHABET

MOUNTING OPTIONS
A) FLEXIBLE P.E. POST WITH SURFACE
MOUNT BASE - EPOXY TO PAVEMENT
SURFACE
B) PERFORATED GALVANIZED TUBING
INSTALL IN LANDSCAPE AREAS ONLY

BLACK BORDERS AND TEXT, ON WHITE
OR REFLECTIVE BACKGROUND (TYP)

BOTTOM OF SIGN SHALL NOT BE LESS
THAN 4'-0" ABOVE FINISH SURFACE

7

Violators are subject to a
fine and/or towing

A1.2a
ADA ACCESS AISLE DTL.
NTS

7a

NOTE: THE ADA ACCESS AISLES SHALL HAVE
THE WORDS "NO PARKING" IN CAPITAL
LETTERS, EACH OF WHICH SHALL BE 12" HIGH
AND AT LEAST TWO INCHES WIDE, PLACED AT
THE REAR OF THE PARKING SPACE SO AS TO
BE CLOSE TO WHERE AN ADJACENT VEHICLE'S
REAR TIRE WOULD BE PLACED. (66-1-4.1.B
NMSA 21978)

NO
PARKING12

"

M
IN

12
"

M
IN

MOTORCYCLE
PARKING

ONLY

REFUSE ENCLOSURE
N.T.S.A1.2a

2

BICYCLE RACK

2" DIA. STEEL
PIPE PAINTED AND
SET IN CONCRETE

3
'-
6
"

3'-2"

12" 12" 12"

12
"

N.T.S.A1.2a
1

10
'-
8
"

GALVALUME METAL GATES
ON STEEL FRAME

6
'-
0

"

13'-4"

4'-6" 3'-0" 4'-6"

12'-0"

8
'-
0

"

12
"

3
'-
0

"
6
'-
0

"

6" OD CONCRETE FILLED
STEEL PIPE ENCASED IN 12"
CONCRETE AND EMBEDDED 2'-0"
(TYP OF 6)

CONCRETE SLAB: 6" THICK, 4000 PSI
3/4" AGGREGATRE W/6x6-10/10 WWM
SLOPE TO DRAIN 1/8" PER FOOT

APRON: 6" THICK, 4000 PSI
3/4" AGGREGATRE W/6x6-10/10 WWM
12'-0"x8'-0" WITH 1/2" EXPANSION JOINT

1'-0"

APRON: 6" THICK, 4000 PSI
3/4" AGGREGATRE W/6x6-10/10 WWM
12'-0"x8'-0" WITH 1/2" EXPANSION JOINT

DRILL HOLES FOR
GATE PIN

(TYP OF 4)

4
'-
0

"

6" OD CONCRETE FILLED
STEEL PIPE ENCASED IN 12"

CONCRETE AND EMBEDDED 2'-0"
(TYP OF 6)

CONCRETE SLAB: 6" THICK, 4000 PSI
3/4" AGGREGATRE W/6x6-10/10 WWM
SLOPE TO DRAIN 1/8" PER FOOT

8" CMU WALL (CLOSELY MATCH BENJAMIN
MOORE #1032 BROWN)
FILL ALL CELLS SOLID

8" CMU WALL (CLOSELY MATCH BENJAMIN
MOORE #1032 BROWN)
FILL ALL CELLS SOLID
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A2.1

INTERIOR ELEVATIONSTREET SIDE ELEVATION SIDE ELEVATION

PLAN PLAN/SECTION

3'-9 1
2" 10'-8 1

2" 3'-9 1
2"

3
'-
9
1 2"

12
"

734" 2'-6" 734"

73 4
"

2'
-6

"
73 4

"

3
'-
0

"
7'
-4

3 4
"

3
'-
0

"

3
'-
0

"
7'
-4

3 4
"

3
'-
0

"
2'
-0

"

14
'-
5

1 8
"

3'-9 1
2"

3
'-
9
1 2"

1'-
4
"

R
25

'-11 12 "

R
23

'-
5
1 2"

18'-3 1
2"

2'-45
8"

1 / 2 "   =  1 ' - 0 "

NEW MONUMENT SIGN DETAILS                               

1'-3 1
4"

1 "   =  1 ' - 0 "

DANCER PATTERNS                              
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TILE OVER stucco over 2-layers

15# felt on 7
16" osb on metal studs

on steel frame - see structural

2'-158"

1 "   =  1 ' - 0 "

LED DETAILS

NTS

LETTER LED DETAIL

CORTEN MARIACHI SIGNAGE
OFFSET 2" FROM STUCCO FACE

TILE OVER STUCCO OVER
2 LAYERS- 15# FELT OVER
7/16" OSB ON 3-5/8" METAL STUDS
ON 3-5/8" METAL STUDS @ 12" O.C.
ON STEEL FRAME - SEE STRUCTURAL

TILE OVER STUCCO OVER
ICE AND WATER SHIELD OVER
5/8" OSB ON 3-5/8" METAL STUDS
AND STEEL FRAME - SEE STRUCTURAL

CORTEN MARIACHI SIGNAGE
OFFSET 2" FROM STUCCO FACE

CORTEN MARIACHI SIGNAGE
OFFSET 2" FROM STUCCO FACE

STUCCO OVER
2 LAYERS- 15# FELT OVER 7/16" OSB
ON 3-5/8" METAL STUDS @ 12" O.C.
ON STEEL FRAME - SEE STRUCTURAL

STUCCO OVER
2 LAYERS- 15# FELT OVER 7/16" OSB
ON 3-5/8" METAL STUDS @ 12" O.C.
ON STEEL FRAME - SEE STRUCTURAL

STUCCO OVER
2 LAYERS- 15# FELT OVER 7/16" OSB
ON 3-5/8" METAL STUDS @ 12" O.C.
ON STEEL FRAME - SEE STRUCTURAL

TILE OVER STUCCO OVER
2 LAYERS- 15# FELT OVER
7/16" OSB ON 3-5/8" METAL STUDS
ON 3-5/8" METAL STUDS @ 12" O.C.
ON STEEL FRAME - SEE STRUCTURAL

STUCCO OVER
ICE AND WATER SHIELD OVER
5/8" OSB ON 3-5/8" METAL STUDS
AND STEEL FRAME - SEE STRUCTURAL

PROVIDE 2FT SQ ACCESS PANEL
IN BOTH TOWERS FROM INSIDE

CORTEN WRAP OVER
STEEL FRAME - SEE STRUCTURAL

CORTEN WRAP OVER
STEEL FRAME - SEE STRUCTURAL

STUCCO OVER
ICE AND WATER SHIELD OVER
5/8" OSB ON 3-5/8" METAL STUDS
AND STEEL FRAME - SEE STRUCTURAL

STUCCO OVER
ICE AND WATER SHIELD OVER
5/8" OSB ON 3-5/8" METAL STUDS
AND STEEL FRAME - SEE STRUCTURAL

TILE OVER stucco over 2-layers

15# felt on 7
16" osb on metal studs

on steel frame - see structural

CORTEN WRAP OVER
STEEL FRAME - SEE STRUCTURAL

CORTEN WRAP OVER
STEEL FRAME - SEE STRUCTURAL

STUCCO OVER
ICE AND WATER SHIELD OVER
5/8" OSB ON 3-5/8" METAL STUDS
AND STEEL FRAME - SEE STRUCTURAL

TILE OVER stucco over 2-layers

15# felt on 7
16" osb on metal studs

on steel frame - see structural

S
IG

N
 D

E
T
A
IL
S

LETTERING CUT IN
1
4" CORTEN (TYP)

LETTERING CUT IN
1
4" CORTEN (TYP)

6
'-
3
1 8
"

LED TAPE ON INSIDE OF
2" STEEL EDGE - CONTINUOUS
AROUND INTERIOR

LED TAPE ON INSIDE OF
2" STEEL EDGE - CONTINUOUS
AROUND INTERIOR

LED TAPE ON INSIDE OF
2" STEEL EDGE - CONTINUOUS
AROUND INTERIOR

LED TAPE ON INSIDE OF
2" STEEL EDGE - CONTINUOUS
AROUND INTERIOR

LED TAPE ON INSIDE OF
2" STEEL EDGE - CONTINUOUS
AROUND INTERIOR

LED TAPE ON INSIDE OF
2" STEEL EDGE - CONTINUOUS
AROUND INTERIOR

1
2" LAG BOLT

1
2" LAG BOLT

1
2" LAG BOLT

1
2" LAG BOLT
TYP

1
2" LAG BOLT
TYP

2X4X 1
8" TS OFFSET

2X4X 1
8" TS OFFSET

2'-138"
1'-101

2"

6
'-
0

3 4
"

1
2" LAG BOLT
TYP

2X4X 1
8" TS OFFSET

1
2" LAG BOLT
TYP

2X4X 1
8" TS OFFSET

FINISH SCHEDULE

FIELD TILE - 4.25X4.25 RED TALAVERA MEXICAN TILE

INSET TILE - 2X2 RED TALAVERA MEXICAN TILE

STUCCO - WHITE TO MATCH CENTER
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WALL ELEVATION

PLAN

1'-4" 8'-8"

1'-
6
"

3
'-
6
"

3
"3
"

9
"

3
"

6
"

3
'-
0

"

1 / 2 "   =  1 ' - 0 "

1 "   =  1 ' - 0 "WALL SECTION

1'-
0

"
6

1 2"
1'-

6
"

3
"3
'-
0

"
9
'-
0

"
3
'-
0

"

3
'-
0

"

A2.3

1'-
0

"
9
3 4
"

3
'-
2"

4
"

3
'-
6
"

1 "   =  1 ' - 0 "WALL SECTION

3X3X 3
16" STEEL TUBE

PRIME AND PAINT RUST RED

2X2X 3
16" STEEL TUBE

PRIME AND PAINT RUST RED

4X4 STEEL MESH
PRIME AND PAINT RUST RED

3X3X 3
16" STEEL TUBE

PRIME AND PAINT RUST RED
3X3X 3

16" STEEL TUBE
PRIME AND PAINT RUST RED

24'-0"
2'-0" 2'-0"

STUCCO OVER 8X8X16 CMU
-FILL ALL CELLS SOLID

(3)  #5 BAR CONTINUOUS
W/ #5 TRANSV. @ 32" O.C.

#5 VERT. BENT @ 32" O.C

#5 CONT. IN BOND BEAM

STUCCO OVER 8X8X16 CMU
-FILL ALL CELLS SOLID

(3)  #5 BAR CONTINUOUS
W/ #5 TRANSV. @ 32" O.C.

#5 VERT. BENT @ 32" O.C

#5 CONT. IN BOND BEAM

TILE OVER CMU PILASTER
-FILL SOLID

(3)  #5 BAR CONTINUOUS
W/ #5 TRANSV. @ 32" O.C.

(4) - #5 VERT. BENT in pilaster

#5 CONT. IN BOND BEAM

stone CAP - color to
match stucco
SLOPE TO DRAIN TOP
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FINISH SCHEDULE

FIELD TILE - 4.25X4.25 RED TALAVERA MEXICAN TILE

STUCCO - WHITE TO MATCH CENTER U.N.O.

1'-4" 8'-8" 1'-4" 8'-8" 1'-4" 8'-8" 1'-4" 8'-8" 1'-4"

3X3X 3
16" STEEL TUBE

PRIME AND PAINT RUST RED

TILE OVER CMU PILASTER
-FILL SOLID

1
4" X 3" X 2'-0"  STEEL PLATE
W/ 2-3/4" X 4" EXP. ANCHORS

1
2" SOLID RUBBER SPACER

2X2X 3
16" STEEL TUBE

PRIME AND PAINT RUST RED

3X3X 3
16" STEEL TUBE

PRIME AND PAINT RUST RED

SECTION A

4"

W
A
LL

 D
E
T
A
IL
S

1'-
6
"

3X3X 3
16" STEEL TUBE

PRIME AND PAINT RUST RED

STUCCO OVER 8X8X16 CMU
-FILL ALL CELLS SOLID

(3)  #5 BAR CONTINUOUS
W/ #5 TRANSV. @ 32" O.C.

#5 VERT. BENT @ 32" O.C

#5 CONT. IN BOND BEAM

4
1 2"

9
"

4
1 2"

'ENTRADA' RELIEF IN STUCCO
TYP OF 3 LOCATIONS, SEE PLAN
PAINTED BURGUNDY ON BACK PLANE

'ENTRADA' RELIEF IN STUCCO
TYP OF 3 LOCATIONS, SEE PLAN
PAINTED BURGUNDY ON BACK PLANE

STUCCO OVER 2" RIGID
INSULATION W/ RELIEF
CUT INTO INSULATION

2'-0"

1 "   =  1 ' - 0 "WALL SECTION 1 "   =  1 ' - 0 "WALL SECTION

1'-
3
"

3
'-
0

"

stone CAP - color to
match stucco
SLOPE TO DRAIN TOP

AutoCAD SHX Text
SHEET NO:

AutoCAD SHX Text
ALBUQUERQUE, NEW MEXICO  87106

AutoCAD SHX Text
(505) 265-2507

AutoCAD SHX Text
MARTIN FM GRUMMER

AutoCAD SHX Text
ARCHITECT

AutoCAD SHX Text
331 WELLESLEY PLACE NE

AutoCAD SHX Text
A



L1.2 NTS

1 SHRUB PLANTING DETAIL

6"12"

SHRUBS

PLANT LEGEND

12 DESERT SPOONDASYLIRION WHEELERI 5 GAL. M

34 WOLFBERRYLYCIUM PALLIDIUM 5 GAL. L

7 SF X 12 = 84SF

20 SF X 34 = 680 SF

COVERAGE AREASIZE WATER USECOMMON NAMESYMBOL  QTY.  BOTANICAL NAME

1 GAL.ARTIMESIA TRIDENTATA BIG SAGE37 L+ 13 SF X 37 = 481 SF

SOAP TREE YUCCAYUCCA ELATA 5 GAL. L12 10 SF X 12 = 120 SF

B

C

A

D

PRICKLY PEAROPUNTIA 1 GAL. L23 12 SF X 23 = 276 SFE

1 "   =  2 0 ' - 0 "ENLARGED SITE PLAN                                

SAN PEDRO DR.
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L1.1

REMOVE EXISTING DRIVEPAD AND
INSTALL NEW 6" THICK SIDEWK
COA STD. 2430

REMOVE EXISTING DRIVEPAD AND
 INSTALL NEW 6" THICK SIDEWK
COA STD. 2430

TILE OVER 6" CONCRETE

TILE OVER 6" CONCRETE

NOTES

SHRUB
THE OUTSIDE DIAMETER OF THE  WATER
RETENTION BASIN SHALL BE TWICE THE
DIAMETER OF THE SHRUB PLANTING PIT.

3" DEPTH OF GRAVEL MULCH

EARTH BERM AROUND WATER RETENTION BASIN

BACKFILL WITH NATIVE SOIL

UNDISTURBED PIT BOTTOM FOR ROOTBALL BASE.

-MAINTENANCE OF LANDSCAPE PROVIDED BY OWNER -PLANTINGS
TO BE WATERED BY AUTO. DRIP  IRRIGATION SYSTEM
-WATER MANAGEMENT IS THE SOLE RESPONSIBILITY  OF THE
PROPERTY OWNER
-THIS PLAN IS TO COMPLY WITH C.O.A. LANDSCAPE  AND WATER
WASTE ORDINANCE  PLANTING RESTRICTIONS APPROACH
-IT IS THE INTENT OF THIS PLAN TO PROVIDE MIN.   75% LIVE
GROUNDCOVER OF LANDSCAPE AREAS  AT MATURITY
-LANDSCAPE AREAS TO BE MULCHED WITH "SANTA FE BROWN"
GRAVEL AT 2"-3" DEPTH OVER FILTER FABRIC
-APPROVAL OF THE LANDSCAPE PLAN DOES NOT CONSTITUTE   OR
IMPLY COMPLIANCE WITH, OR EXEMPTION FROM, THE   C.O.A
LANDSCAPE AND WATER WASTE ORDINANCE
-TREES ARE NOT TO BE PLACED IN PUBLIC UTILITY EASEMENTS
-NO PARKING SPACE SHALL BE MORE THEN 100'  FROM A TREE.

EXISTING LANDSCAPING

EXISTING LANDSCAPING

EXISTING LANDSCAPING

SEE SHEET L1.3
FOR DIMENSIONS

LA
N
D

S
C
A
P

E
 P

LA
N

TILE OVER 6" CONCRETE

AREA 1   1,027 SF
AREA 2   1,327 SF
AREA 3     321 SF
AREA 4    431 SF
AREA 5    337 SF
AREA 6     65 SF
AREA 7     65 SF
AREA 8     111 SF

________
TOTAL         3,714 SF

LANDSCAPE CALCULATIONS

TOTAL LOT AREA 36,767 SF

TOTAL BUILDING FOOTPRINT X SF

NET LOT AREA 36,767 SF

LANDSCAPE REQUIREMENT (MAIN STREET) 10 %

TOTAL LANDSCAPE REQUIREMENT 3,677 SF

TOTAL LANDSCAPE PROVIDED 3,714 SF

GROUND COVER REQUIRED 75%

TOTAL GROUNDCOVER REQUIREMENT 2,758 SF

TOTAL GROUNDCOVER PROVIDED      1,641 SF (59%)
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