
9'-0"

5'-0" FOR CAR ACCESSIBLE AISLE

6
"

2
0
'
-
0
"

2
'
-
0
"

4
'
-
3
"

4

5

°

INTERNATIONAL SYMBOL

OF ACCESSIBILITY,

SEE A2/AS501

PAINTED PARKING

AISLE, 4" WIDE, TYP.

COLOR: ADA BLUE

PARKING BUMPER,

SEE A4/AS501

ASPHALT PAVING FLUSH W/

CONCRETE SIDEWALK.

9'-0"

LANDSCAPE AREA, SEE PLAN

6'-0"

C

L

6
'
-
0
"

ACCESSIBILITY SIGNAGE,

SEE A5/AS501

8'-0" FOR VAN ACCESSIBLE AISLE

1' HT PAINTED TEXT,

COLOR: WHITE

PARKING

NO

PARKING

NO

MAX 2%

SLOPE,

TYP

1/8" = 1'-0"

16'8'0 4'

ACCESSIBLE PARKING

A1

1/4" = 1'-0"

8'4'0 2'

CONCRETE RAMP AND

STAIR

C5

1/2" = 1'-0"

0 2' 4'1'

POLE MOUNTED H.C.

SIGN (VAN)

A5

RESERVED

2
'
-
0
"

VAN

ACCESSIBLE

PARKING

3
"

1
'
-
6
"

1'-0"

7
'
-
9
"
 
M

I
N

8"

CONDITION VARIES

2" SQUARE GROUND POST TYP,

ALL SIGNS

8" Ø CONCRETE FOOTING, TYP

COMPACTED SUBGRADE

1 3/4" x 1 3/4" SQ 14 GA

PERFORATED SIGN POST,

TYP ALL SIGNS

VAN ACCESSIBLE SIGN AS

INDICATED ON PLAN

8
"

VIOLATORS ARE SUBJECT

TO A FINE AND/OR TOWING

66-7-352.5 NMSA 1979

PLATE OR PLACARD

REQUIRED

7
'
-
0
"
 
M

I
N

1
'
-
0
"

METAL SIGNS PER STATE /

LOCAL CODES, COLOR: WHITE

WITH GREEN FRAME

TEXT: RESERVED PARKING

VIOLATORS ARE SUBJECT TO A

FINE AND/OR TOWING 66-7-352.5

NMSA 1979. COLOR: RED

TEXT COLOR: GREEN

SYMBOL COLOR: WHITE ON

ADA BLUE

TEXT: PLATE OR PLACARD

REQUIRED COLOR: GREEN

ASPHALT

PAVING AS

NOTED ON

SITE PLAN

#5 REBAR, 2

PER BUMPER,

20" DEPTH

MIN

PRECAST REINFORCED

CONCRETE BUMPER: 5000

PSI AFTER 28 DAYS, AIR

ENTRAINED TO 5 TO 7%

(2) #4 REBAR

8"

5
"

6'-0"

CENTERED IN PARKING STALL

1'-9" 1'-9"

6" 6"

1
'
-
8
"
 
M

I
N

FRONT ELEVATION SIDE ELEVATION

1" Ø HOLE

FOR ANCHOR

PIN

NOTE:

WHERE INSTALLED AT ACCESSIBLE PARKING

SPACES, PAINT BUMPER ADA BLUE

1/2" = 1'-0"

0 2' 4'1'

PARKING BUMPER

A4

3
'
-
0

"
2
'
-
0
"

1'-0"

2'-0"

3
"

3
"

1/2" = 1'-0"

0 2' 4'1'

BICYCLE RACK

D2

CONDITION VARIES, SIDEWALK

SHOWN, SEE SITE PLAN

ELASTOMERIC SEALANT

CONCRETE SIDEWALK, SEE A3/AS501

2" OUTSIDE Ø STANDARD STEEL

PIPE, EMBEDDED IN CONCRETE

FOOTING; PAINT, COLOR: GREY

1'-0"

NOTE: ALL SIGNS WILL HAVE THE

SAME POLE AND FOOTING AS THE

ACCESSIBLE PARKING SIGN SHOWN

HERE.

1
'
-
6
"

MOTORCYCLE

PARKING

ONLY

1 1/2" Ø STEEL HANDRAIL,

PRIME AND PAINT

3
'
-
0
"

CONCRETE

SIDEWALK WITH

THICKENED EDGE,

SEE C3/AS501

3
'
-
0
"

CURB

BEYOND

8
"

M
I
N

3'-0" MAX, TYP

1'-0" 1'-0"

TOP OF RAMP

TOE OF RAMP

C3

ASS501

1/2" = 1'-0"

0 2' 4'1'

METAL HANDRAIL

B5

3
'
-
0
"

2"

2
'
-
8
"

2
'
-
6
"

2
"

2'-3"

2
"

PAINT WHITE

3'-0"

2'-8"

PAINT FIELD

ADA BLUE

1" = 1'-0"

0 1' 2'1/2'

ACCESSIBLE

PAVEMENT MARKING

A2

2"

VARIES, SEE SITE PLAN

CONDITION VARIES, SEE SITE PLAN.

LANDSCAPE AREA SHOWN. SEE LP/101

COMPACTED SUBGRADE

NOTES:

1. SEE SITE PLANS AND C1/AS501 FOR JOINTING.

2. CAST-IN-PLACE CONCRETE PAVING,LIGHT BROOM FINISH PERPENDICULAR TO

TRAFFIC FLOW WITH 1/2" RADIUS ON EXPOSED EDGES

3. INTEGRAL COLOR WHERE NOTED ON PLANS.

4. FINISH GRADE FOR LANDSCAPE AREAS SHALL BE 1/2" BELOW TOP OF PAVING.

3
"

1
/
2
"

4
"

1 1/2" = 1'-0"

1 1/2'1'0 1/2'

CONCRETE SIDEWALK

A3

1'-0"

COMPACTED

SUBGRADE

TURF AREA, TYP

8
"

CONDITION VARIES,

SEE PLAN. LANDSCAPE

MULCH SHOWN. DEPTH

AS INDICATED ON

LANDSCAPE PLANS

NOTES:

1. SEE PLANS AND C1/AS501 FOR CURB JOINTING.

2. FINISH GRADE OF LANDSCAPE MATERIALS TO BE 1/2" BELOW

TOP OF CURB.

3. CAST-IN-PLACE CONCRETE. LIGHT BROOM FINISH, WITH 1/2"

RADIUS ON EXPOSED EDGES.

WEED BARRIER

FABRIC, SEE SPECS

1 1/2" = 1'-0"

1 1/2'1'0 1/2'

CONCRETE MOW

CURB, 12"

B1

CONCRETE JOINT

EXPANSION JOINT

X
X

1/2"

CONTROL AND EXPANSION JOINT SPACING -UNLESS NOTED OTHERWISE ON PLANS

APPROX WIDTH

OF CONCRETE

CONTROL JOINTS

EXPANSION JOINTS

CURB & GUTTER,

ROLL, HEADER,

FLUSH CURBS

4' OC

16' OC

5' WALK

5' OC

15' OC

8' WALK &

BLDG APRON

8' OC

24' OC

6'-12'

WALK

6' OC

18' OC

1/4" WIDE x 1" DEEP TOOLED

CONCRETE JOINT WITH 1/4"

RADIUS ON EDGES, SEE SITE

PLAN FOR LOCATIONS

POURABLE FILLER (COLOR TO

MATCH CONCRETE) ON BACKER

ROD, 1/4" RADIUS ON EXPOSED

EDGES

X

1 1/2"

KEY JOINT

1/4" WIDE DRY JOINT

SAWCUT CONTROL JOINT

X

SAWCUT 3/16" WIDE x 1/3rd DEPTH

OF SLAB, SEE SITE PLAN FOR

LOCATIONS

1 1/2" = 1'-0"

1 1/2'1'0 1/2'

CONCRETE JOINTS

& JOINT SPACING

C1

VARIES SEE SITE PLAN

4
"
 
-
 
6
"
 
S

E
E

 
P

L
A

N

3
"

COMPACTED SUBGRADE

NOTES:

1. SEE SITE PLANS AND C1/AS502 FOR JOINTING.

2. CAST-IN-PLACE CONCRETE PAVING WITH LIGHT BROOM FINISH

PERPENDICULAR TO TRAFFIC FLOW.

3. SEE SITE PLAN FOR LOCATION OF 6" REINFORCED CONCRETE SIDEWALK.

4. SEE STRUCTURAL FOR DOWELING REQUIREMENTS AT BUILDING ENTRANCES.

5. LANDSCAPE AREAS SHALL BE 1/2" BELOW TOP OF PAVING.

AT 4" - #4 @ 18" OC EACH WAY

AT 6" - #4 @ 12" OC EACH WAY

1
/
2
"

1 1/2" = 1'-0"

1 1/2'1'0 1/2'

REINFORCED

CONCRETE SIDEWALK

B4

4"

EXPANSION JOINT,

SEE C1/AS501

1 1/2" Ø STEEL HANDRAIL

COMPACTED

SUBGRADE, TYP

1'-0"

1
'
-
0
"

4
"

8
"

5"

2"

8
"

1 1/2" = 1'-0"

1 1/2'1'0 1/2'

HANDRAIL POST IN RAMP

C3

6" 2"

8
"

CONCRETE SIDEWALK

EXPANSION JOINT,

SEE C1/AS501

CONCRETE RAMP

COMPACTED SUBGRADE

4
"

6
"

4
"

1 1/2" = 1'-0"

1 1/2'1'0 1/2'

RAMP TRANSITION

D3

TYPICAL AT EDGE,

(2) #4 CONTINUOUS

CONCRETE RETAINING WALL,

SEE PLAN AND STRUCTURAL

8"

4
"

3/4" CHAMFER EACH SIDE

3
'
-
0
"

MAXIMUM 2% CROSS SLOPE

MAXIMUM 2% CROSS SLOPE

6"

1
'
-
0
"

2'-0"

1"

1'-6"

6
"

6
"

1
/
2
"

PAVING AS

NOTED ON

PLANS

EXPANSION JOINT,

SEE C1/AS501

COMPACTED

SUBGRADE

CONDITION VARIES,

CONCRETE

SIDEWALK SHOWN,

SEE A3/AS501

NOTES:

1. WHERE BACK OF CURB AND GUTTER IS EXPOSED ALONG A RAMP, ADD 1/2"

RADIUS ON EXPOSED EDGES.

2. CAST-IN-PLACE CONCRETE, LIGHT BROOM FINISH, WITH 1/2" RADIUS ON

EXPOSED EDGES.

R

1

 

1

/

2

"

SLOPE TO MATCH

SLOPE OF

ROADWAY

1 1/2" = 1'-0"

1 1/2'1'0 1/2'

CONCRETE CURB

& GUTTER

C2

3" Ø CORE FILL W/ NON-SHRINK

GROUT THEN MOUNT POST

2
'
-
6
"

3
'
-
0
"

CROWNED PRECAST

CONCRETE PIPE

BOLLARD CAP

4" OR 6" Ø ROUND

STANDARD STEEL

PIPE, FILLED WITH

CONCRETE, PAINTED.

AS NOTED ON THE

PLANS. COLOR TBD

BY ARCHITECT

CONDITION MAY VARY,

CONCRETE SHOWN,

SEE PLAN

3
"
 
C

L
R

COMPACTED

SUBGRADE

3/4" = 1'-0"

3'2'0 1'

PIPE BOLLARD

B2

4
"

AS501

B3

3" CLR, TYP

(5) #5 VERTICAL @ 18"Ø

(5) #6 VERTICAL @ 24"Ø

#3 STIRRUPS @ 10" OC

4" Ø OR 6" Ø STD PIPE,

AS NOTED ON THE

PLANS

18"Ø AT 4" STEEL PIPE

24"Ø AT 6" STEEL PIPE

3/4" = 1'-0"

3'2'0 1'

PIPE BOLLARD

FOOTING SECTION

B3

15'-0"
1'-2"

4'-1"

4

'

-

1

"

1

5

'

-

0

"

6
'
-
6
"

6

'

-

6

"

8'-6"

1

0

'
-

7

"

8

"

8
"

C3

AS501

RAMP DOWNSLOPE 1:12
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E

 

1

:

1

2

6

'
-

6

"

C3

AS501

SIM

1 1/2" Ø STEEL HANDRAIL,

SEE B5/AS501

1'-0"

1

1

"

STAINED WOOD AND

METAL GUARD RAIL.

BASIS OF DESIGN VISTA

RAILINGS SOMERSET

DECK RAILING.

STAINED WOOD AND

METAL GUARD RAIL.

BASIS OF DESIGN VISTA

RAILINGS SOMERSET

DECK RAILING.

1 1/2" Ø STEEL HANDRAIL

C2

AS502

CONCRETE SIDEWALK,

SEE A3/AS501

RAMP TRANSITION,

SEE D3/AS501

RAMP TRANSITION,

SEE D3/AS501
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'
-
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L
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