
 

City of Albuquerque 
Planning Department 

Development & Building Services Division 
DRAINAGE AND TRANSPORTATION INFORMATION SHEET (REV 09/2015) 

 
 

Project Title:  Building Permit #:  City Drainage #: 
DRB#:  EPC#:   Work Order#: 
Legal Description: 
City Address: 

 
Engineering Firm:  Contact: 
Address: 
Phone#:  Fax#:  E-mail: 

 
Owner:  Contact: 
Address: 
Phone#:  Fax#:  E-mail: 

 
Architect:  Contact: 
Address: 
Phone#:  Fax#:  E-mail: 

 
Other Contact:  Contact: 
Address: 
Phone#:  Fax#:  E-mail: 
 
 
Check all that Apply: 
 
DEPARTMENT: 
   HYDROLOGY/ DRAINAGE 
   TRAFFIC/ TRANSPORTATION 
   MS4/ EROSION & SEDIMENT CONTROL 
 
TYPE OF SUBMITTAL: 
  ENGINEER/ ARCHITECT CERTIFICATION 
 
   CONCEPTUAL  G & D PLAN 
   GRADING PLAN 
   DRAINAGE MASTER PLAN 
   DRAINAGE REPORT  
  CLOMR/LOMR 
 
   TRAFFIC CIRCULATION  LAYOUT (TCL) 
  TRAFFIC IMPACT STUDY (TIS) 
  EROSION & SEDIMENT CONTROL PLAN (ESC) 
 
  OTHER (SPECIFY)   
 
 
IS THIS A RESUBMITTAL?:    Yes        No  

 
 
CHECK TYPE OF APPROVAL/ACCEPTANCE SOUGHT: 
   BUILDING PERMIT APPROVAL 
   CERTIFICATE  OF OCCUPANCY 
 
   PRELIMINARY  PLAT APPROVAL 
   SITE PLAN FOR SUB’D APPROVAL 
   SITE PLAN FOR BLDG. PERMIT APPROVAL 
   FINAL PLAT APPROVAL 
   SIA/ RELEASE OF FINANCIAL  GUARANTEE 
   FOUNDATION  PERMIT APPROVAL 
   GRADING PERMIT APPROVAL 
   SO-19 APPROVAL 
   PAVING PERMIT APPROVAL 
   GRADING/ PAD CERTIFICATION 
   WORK ORDER APPROVAL 
   CLOMR/LOMR 
 
   PRE-DESIGN MEETING 
   OTHER (SPECIFY)   

 

DATE SUBMITTED:      By:    
                   
 
COA STAFF: ELECTRONIC SUBMITTAL RECEIVED:     
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Brennon Williams, Director 
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PO Box 1293 
 
 
 

Albuquerque 
 
 
 

NM 87103 
 
 
 

www.cabq.gov 

may 4, 2022 
 

Alejandro Sazo 
RBA Architecture 
1104 Park AVE. 
Albuquerque, NM 87102 

 
Re: CARMEL APARTMENTS B 

7330 Carmel Ave. NE 
Traffic Circulation Layout 
Architect's Stamp03-03-2022(C19-069A) 

Dear Mr. Alejandro, 

Based upon the information provided in your submittal received 04-13-2022, the above 
referenced plan cannot be approved for Building Permit until the following comments are 
addressed: 

1. Listed are the number of parking spaces required by the IDO as well as the proposed 
number of parking spaces including bicycle and motorcycle parking. 
Coordinate/discuss with Zoning. 

2. Carmel Ave. Frontage (Public Infrastructure): 
•  How was the curbline/setback requirements determined without an approved Plat 

(Not provided)? 

• An approved Plat will need to be provided. 

•  What is the status on the missing portion of Carmel Ave Roadway Infrastructure? 
You will need to provide an infrastructure list and/or financial guarantee (DRB 
action required). 

• Or a work order to substantiate the infrastructure list (DRC action required) 

•  If work order is in place, then the completion/approval/close out of the work order 
shall be a Condition of Final C.O. 

•  From above, pick which one will apply to this concern of Carmel's missing 
roadway portion. PLEASE SEE ATTACHED PLAT 

•  It appears that you are proposing onstreet parking. Please coordinate with Traffic 
Operations on the striping or remove striping. You will need a clear site line 
exhibit since onstreet parking is being proposed and might possibly block 
stopping site distance. 

•  Keyed Note 22: Change notation from drivepad to driveway and show the 6 ft 
valley gutter as part of the entrance drawing. SEE UPDATED KEY NOTE 

•  Keyed Note 26: Proposed cross pathway striping will need detail for striping. SEE 
DETAIL A9/AS-2.0 

•  Keyed Note 28: Provide a tie-in grade of 5:1 back to existing surface elevation at 
end of sidewalk. SEE UPDATED KEY NOTE 
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• Keyed Note 29: Reference COA std dwg 2430 for sidewalk detail and provide a 
tie-in grade of 5:1 back to existing surface elevation at end of sidewalk. SEE 
UPDATED KEY NOTE 

• Keyed Note 34: Nope, remove this note. KEY NOTE REMOVED 

3. An secondary emergency access will need to be provided as part of this proposed 
development and a temporary paved connection back to Carmel Ave will be needed as 
part of the TCL requirement.SEE SECONDARY ROAD ON SITE PLAN 

4. 

5. 

6. 

7. 
8. 

 
9. 
10. 

 
PO Box 1293 11. 

12. 
 

Albuquerque 
 

13. 
14. 

NM 87103 
15. 

16. 
www.cabq.gov 

Keyed Note 1: Reference A8/AS-2.0 instead of A10. UPDATED 

Keyed Note 13: Reference either detail A8 or A10 on sheet AS-2.0 for proposed ramp. 

KEY NOTE REFERRED TO AS/AS2.0 DETAIL 
Keyed Note 21 & 30: Reference A5/AS-2.0.  KEY NOTE UPDATED 

Detail A4: Paint Bollards yellow. DETAIL NOTE UPDATED 

Detail AS: Note 50:1 max on top of sidewalk and 12:1 max for taper. Stall widths are 8'- 
6" not 8'-0"-6" please adjust text. DETAIL UPDATED 

Detail A10: 50:1 and 12:1 should have the word max. after each text. DETAIL UPDATED 
ADA Parking Access Aisle dimensions on site lan}: You specify 8'-6" on layout but 
on detail you call out 8'-0". Please address this concern. SITE PLAN DIMENSION 
UPDATED 

Proposed Compact parking stalls: Provide stall lengths for compact parking stalls.see 
updated site plan  

You have a hatch area/segment of pavement around the drive aisle located at the comer 
back of the proposed building and no legend to define this hatching. Please provide 
sorne type of note to define this hatching. See updated site plan  
ldentify the ri llt of wa width medians, curb cuts, and street width on Carmel Ave. Clarify 
proposed property lines since an approved Plan was not provided. SEE ATTACHED 
PLAT AND R.O.W. ON SITE PLAN  

You will need an approved Plat (ORB action required). 

Maximum access width for arterial, collector, and local streets (Carmel Ave.) are as 
follows: 

 
 
 

. 
- 

1 
 
 
 
 
 
 

,,rterial& 
(;onector 

1 ocal 
l>treets 

Dne- way Orive : 0'-25'  2'-20' 

wo-Lane Orive : 2'-30' ;•2 1-24' 

hree-Lane Orive : 4'-35' : 2'-30' 

arger Vehicles •,50' • 30' 
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17. The minimum parking stall dimensions are: 
 

Type of parking Min. Width Min. Length Min. Overhang 

Standard 8.5' 18' 2' 

Compact 7.5' 15' 1.5' 
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Motorcycle 4' 8' N/A 
 

ADA 8.5' 18' 2' 
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18. Label the compact parking spaces by placing the words "COMPACT" on the pavement of each 
space.SEE THE UPDATED SITE PLAN  

19. The ADA accessible spaces must include an access aisle. Van accessible aisles should be 8ft wide: all 
others should be 5ft wide. SHOWED ON SITE PLAN 

20. Motorcycle parking spaces: Provide stall widths. SHOWED ON SITE PLAN 

21. Provide a copy of refuse approval. ATTACHED TO THIS EMAIL 

22. Fire Department: An approval Fire 1 plan needs to be provided. ATTACHED TO THIS EMAIL 

23. Please specify the City Standard Drawing Number when applicable. 

24. Shared Site access: driveways that straddle property lines, or are entirely on one propertybut are to be 
used by another property, shall have an access easement. Please include a copy of your shared access 
agreement with the adjacent property owner. 

THE PROPERTIES BELONGS TO THE SAME OWNER 

25. Add a note stating "AII broken or cracked sidewalk must be replaced with sidewalk and curb & gutter." A 
build note must be provided referring to the appropriate City Standard drawing (2430 & 2415A). NOTE 
ADDED TO SITE PLAN 

26. Please provide a letter of response for all comments given. 

27. Traffic Studies: See the Traffic lmpact Study (TIS) thresholds. In general, a mínimum combination of 100 
vehicles entering and exiting in the peak hour warrants a Traffic lmpact Study. Visit with Traffic Engineer 
for determination, and fill out a TIS Form that states whether one is warranted. In sorne cases, a trip 
generation may be requested for determination (Contact Matt Grush: mgrush@cabq.gov). 

           NOT NEEDED 
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KEYED NOTES
1. 11' x 11' MINI CLEAR SIGHT TRIANGLE PER DPM, NOTE: LANDSCAPING, SIGNAGE, SALLS, FENCES, TREES,

AND SHRUBBERY BETWEEN THREE AND EIGHT FEET TALL MEASURED FROM THE GUTTER PAN, ARE NOT
ALLOWED WITHIN THE CLEAR SIGHT TRIANGLE. NOTE: ANY WORK WITHIN PUBLIC RIGHT OF WAY REQUIRES
A WORK ORDER WITH DRC APPROVED PLANS.

2. INTERSECTION SIGHT DISTANCE.
3. SIGHT LINE.

CARMEL
APTS.
SITE B

OVERALL SITE PLAN - CARMEL APARTMENTS
1" =20'-0"1N

O
RTH

BAR SCALE

( IN FEET )

10' 0' 20' 40'
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CARMEL
APTS.
SITE B
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1ST FLOOR
(7) ONE BEDROOM APARTMENT HEATED AREAS: 729 S.F. EACH x 7 =  5,103 S.F.
(4) TWO BEDROOM APARTMENT HEATED AREAS: 926 S.F. EACH X 4 =  3,704 S.F.
HALLWAY       =   1,572 S.F.
COVERED PATIOS       =      703 S.F.
FIRE RISER ROOM AREA:       =       40 S.F.
TOTAL 1ST FLOOR AREA:       =11,122 S.F.

GARAGES AREA:                                                                                                   =   1860 S.F.

2ND FLOOR
(7) ONE BEDROOM APARTMENT HEATED AREAS:    729 S.F. EACH x 7  =  5,103 S.F.
(4) TWO BEDROOM APARTMENT HEATED AREAS:    926 S.F. EACH X 4 =  3,704 S.F.
HALLWAY          =   1,572 S.F.
UNHEATED BREEZEWAY AND COVERED PATIO AREAS:                                        =       703 S.F.
TOTAL 2nd FLOOR AREA: 11,082 S.F.

3RD FLOOR

TOTAL BUILDING AREA:                                                                          33,286 S.F.

BUILDING "B"

(7) ONE BEDROOM APARTMENT HEATED AREAS:    729 S.F. EACH x 7  =  5,103 S.F.
(4) TWO BEDROOM APARTMENT HEATED AREAS:    926 S.F. EACH X 4 =  3,704 S.F.
HALLWAY          =   1,572 S.F.
UNHEATED BREEZEWAY AND COVERED PATIO AREAS:                                        =      703 S.F.
TOTAL 3Rd FLOOR AREA: 11,082 S.F.

AREA OF BLDGS= 11,122 S.F.
AREA OF LOT     =  38,829 S.F./43560 = .89 ACRES

27,690 S.F. x 15% = 4,153

LANDSCAPING CALC'S

LANDSCAPING REQUIRED = 4,153 SQ FT

PARKING REQUIRED PER THE IDO         
DWELLING, MULT-FAMILLY  = 1.5 PARKING SPACES PER UNIT

                         33 UNITS x 1.5 = 50 PARKING SPACES REQUIRED
    3 H.C. SPACES

PARKING SPACES        =   41 (INCLUDING 3H.C. SPACES)
GARAGE SPACES          =     8
ON STREET PARKING                           =    5
TOTAL PARKING SPACES PROVIDED =  54
ELECTRIC VEHICLES SPACES  = 1
MOTORCYCLE PARKING SPACES PROVIDED =2

 BIKE SPACES PROVIDED = 5

21 UNITS x 225 = 4,725 S.F. USABLE OPEN SPACE
12 UNITS x 285 =  3,420 S.F. USABLE OPEN SPACE

1 BDRM =
2 BDRM =

TOTAL  = 8,145 S.F. U.O.S. REQUIRED
TOTAL  = 9,671 S.F. U.O.S. PROVIDED

USABLE OPEN SPACE REQUIRED PER IDO

LANDSCAPING PROVIDED = 9,671 SQ FT

IDO ZONE DISTRICT: MX-L
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7 35

2433

15

TYPE MX-L
 CONST. 33,286 S.F.
WITH FIRE SPRINKLER SYSTEM
3 STORIES (33 UNITS)
BUILDING HEIGHT= 38' MAX.

16

16
6

32

KEYED NOTES
1. 6' x 6' LANDING WITH ACCESSIBLE CURB RAMP, REF: DETAIL A8/AS-2.0.
2. 2'-0" CURB RADIUS, TYP., CURB PER C.O.A. STANDARD DWG. 2415A.
3. FIRE RISER ROOM WITH FIRE RISER, G.C. TO SUBMIT FIRE SPRINKLER PLANS TO THE FIRE MARSHALL'S

OFFICE FOR REVIEW  AND APPROVAL.
4. 6" RAISED CONCRETE CURB, TYP. PER C.O.A. STD. DWG 2443.
5. ACCESSIBLE PARKING SIGNAGE PER C.O.A. STANDARDS, REF: DETAIL C1/AS-2.0.
6. PAINTED STRIPE HANDICAP ACCESSIBLE AISLE WITH "NO PARKING" IN CAPITAL LETTERS, 12" HIGH x 2"

WIDE, LOCATE SIGN  (66-1-4.1.B NMSA 1978). REF: DETAIL A8/AS-2.0.
7. DUMPSTER ENCLOSURE, NOTE: DUMPSTER ENCLOSURE WALLS TO BE 8'-0" HIGH, REF: DETAIL A1/AS-2.0.
8. FIRE LANE, PAINT CONC. CURB RED AND ADD SIGNAGE TO CURBS 5" HIGH WHITE LETTER "NO PARKING,

FIRE LANE", TYP. EVERY 15' OVER 6" WIDE RED STRIPE, REF: FIRE ORD. 503.3.1
9. FIRE HYDRANT LOCATION, TYP. REF: UTILITY PLAN.
10. G.C. TO PROVIDE AND INSTALL ROOM SIGNAGE AT FIRE RISER ROOM DOOR STATING "FIRE RISER

ROOM".
11. G.C. TO PROVIDE AND INSTALL RECESSED KNOX BOX WITH KEY FOR FIRE DEPARTMENT ACCESS INTO

FIRE RISER ROOM, MOUNT BOX 5'-0" HIGH A.F.F., TYP.
12. FIRE DEPARTMENT CONNECTION (FDC) LOCATION, NOTE: FDC LOCATION TO BE WITH 100 FEET OF FIRE

HYDRANT.
13. 24" TRUNCATED DOMES, TYP. REFERENCE DETAIL A10/AS-2.0.
14. LANDSCAPING AREA, REF: LANDSCAPING PLAN.
15. ELECTRICAL VEHICLES CHARGING STATIONS.
16. COVERED PARKING SPACES.
17. NOT USED.
18. 4" WIDE PAINTED STRIPE PER C.O.A. STANDARDS, REF: DETAIL A8/AS-2.0.
19. PIV LOCATION.
20. CONCRETE WHEEL STOP, TYP.
21. 4" THICK CONCRETE SIDEWALK, TYP. REFERENCE DETAIL A5/AS-2.0.
22. CONSTRUCT NEW CONCRETE DRIVEWAY PER C.O.A. STANDARD DWG 2426 (WITH PARALEL RAMP) WITH

6' VALLEY GUTTER PER C.O.A. STANDARD DWG 2420, REF: GRADING AND DRAINAGE PLAN.
23. ASPHALT PAVING OVER GRAVEL BASE COURSE, REF: GEO-TECH REPORT.
24. MOTORCYCLE PARKING SIGNAGE, PER C.O.A. STANDARDS, REF DETAIL C5/AS-2.0
25. BIKE RACK FOR (5) BICYCLES,  REF DETAIL C4/AS-2.0.

A.30" TALL X 18" WIDE.,
B. BICYCLE FRAME SHALL BE SUPPORTED HORIZONTALLY AT TWO OR MORE PLACES.      

COMB/TOASTER RACKS ARE NOT ALLOWED.
C. THE RACK SHALL BE DESIGNED TO SUPPORT THE BICYCLE IN AN UPRIGHT POSITION.

               SEE THE IDO FOR ADDITIONAL INFORMATION.
D. THE RACK ALLOWS VARYING BICYCLE FRAME SIZES AND STYLES TO BE ATTACHED.
E. THE USER IS NOT REQUIRED TO LIFT THE BICYCLE ONTO THE BICYCLE RACK.
F. EACH BICYCLE PARKING SPACE IS ACCESSIBLE WITHOUT MOVING ANOTHER BICYCLE.
G.THE RACKS SHOULD BE STURDY AND ANCHORED TO A CONCRETE PAD.

26. 6' WIDE ACCESSIBLE PEDESTRIAN PATH, TYP. REF: DETAIL A9/AS-2.0
27. CONSTRUCT NEW RAISED 8" STD CONCRETE CURB AND GUTTER PER C.O.A. STANDARD DRAWING

2415A.
28. CONSTRUCT NEW 6' WIDTH CONCRETE SIDEWALK PER C.O.A. STANDARD DWG. 2430.  MATCHING

EXISTING SIDEWALK (5:1 TAPER PROVIDED AT END OF SIDEWALK, IF NECESSARY).
29. START OF 6' CONCRETE SIDEWALK.  PER C.O.A. STANDARD DWG. 2430 (5:1 TAPPER PROVIDE IF

NECESSARY).
30. 6 FT WIDE ADA ACCESSIBLE PEDESTRIAN PATHWAY (HATCHED AREA ONLY ON PLANS). REFERENCE

DETAIL A5/AS-2.0
31. 11' x 11' CLEAR SITE TRIANGLE PER DPM, NOTE: LANDSCAPING AND SIGNAGE WILL NOT INTERFERE WITH

CLEAR SITE REQUIREMENT. THEREFORE, SIGNS, WALLS, TREES AND SHRUBBERY BETWEEN 3 AND 8 FEET
TALL AT MEASURED FROM THE GUTTER WILL NOT BE ACCEPTABLE IN THIS AREA. NOTE: ANY WORK WITHIN
PUBLIC RIGHT OF WAY REQUIRES A WORK ORDER WITH DRC APPROVED PLANS.

32. HANDICAP SYMBOL PER C.O.A. STANDARDS, TYPICAL PLACES, REF: C2/AS-2.0 FOR DETAILS.
33. "MC" PARKING" ON ASPHALT PAVING IN CAPITAL LETTERS, 12" HIGH x 2" WIDE.
34. NOT USED.
35. CONTAINER FOR RECYCLING.
36. PAINTED 'COMPACT' - WHITE ON PAVEMENT PER CABQ STANDARDS. WHERE IS SHOWN ON PLANS.
37. SECONDARY ACCESS ROAD.

9
12

13

13

13

13

18

19

29

31

BAR SCALE

( IN FEET )

10' 0' 20' 40'

ALL BROKEN OR CRACKED SIDEWALK MUST BE REPLACED WITH SIDEWALK AND CURB & GUTTER BY
ACCORDING TO THE APPROPIATE CITY STANDARD DRAWING.

GENERAL NOTES

7310 CARMEL AVE. NE.
PHASE 2

37

AutoCAD SHX Text
SHEET NUMBER

AutoCAD SHX Text
DATE

AutoCAD SHX Text
REVISION DATE

AutoCAD SHX Text
N

AutoCAD SHX Text
D

AutoCAD SHX Text
E

AutoCAD SHX Text
E

AutoCAD SHX Text
T

AutoCAD SHX Text
S

AutoCAD SHX Text
R

AutoCAD SHX Text
R

AutoCAD SHX Text
E

AutoCAD SHX Text
I

AutoCAD SHX Text
G

AutoCAD SHX Text
E

AutoCAD SHX Text
O

AutoCAD SHX Text
F

AutoCAD SHX Text
S

AutoCAD SHX Text
T

AutoCAD SHX Text
A

AutoCAD SHX Text
T

AutoCAD SHX Text
T

AutoCAD SHX Text
E

AutoCAD SHX Text
C

AutoCAD SHX Text
R

AutoCAD SHX Text
H

AutoCAD SHX Text
I

AutoCAD SHX Text
T

AutoCAD SHX Text
C

AutoCAD SHX Text
A

AutoCAD SHX Text
O

AutoCAD SHX Text
C

AutoCAD SHX Text
I

AutoCAD SHX Text
M

AutoCAD SHX Text
E

AutoCAD SHX Text
X

AutoCAD SHX Text
E

AutoCAD SHX Text
W

AutoCAD SHX Text
RICHARD P.

AutoCAD SHX Text
No. 1240

AutoCAD SHX Text
BENNETT



 1/4 " RADIUS

NOTE: INSTALL CONTROL JOINTS AT
6'-0" O.C. MAX. AND EXPANSION
JOINTS AT 24'-0" O.C. MAX.

GRADE

PAVING

R=1-1/2" ON
EXPOSED EDGES

ASPHALT PAVING OVER
COMPACTED SUBGRADE. REFER
TO DESIGNATED ASPHALT AREAS
ON GRADING AND DRAINAGE
PLAN

4" CONC. WALKWAY W/
6x6-10/10 W.W.M PROVIDE
HEAVY BROOM FINISH

#4 REINFORCING
ROD (CONTINUOUS)

A7 CONCRETE CURB
& GUTTER DETAIL N.T.S.

A6 CONCETE CURB/SIDEWALK TO
ASPHALT PAVING DETAIL N.T.S.

6" DIA. x 6'-6" LONG PIPE AS
SHOWN  ON SITE PLAN. SET
2' DEEP INTO CONC. FILL
PIPE W/ CONCRETE AND
DOME TOP. PAINT YELLOW.

A4 BOLLARD DETAIL
3/4"=1'-0"

4x4 TUBE STEEL
FRAME. PAINTED
TO MATCH
BUILDING.

2x2 STEEL ANGLE
BRACING,
PAINTED TO
MATCH
BUILDING.

PREFINISHED
CORRUGATED METAL
PANEL BOLTED TO
TUBE STEEL FRAME.
COLOR TO MATCH
BUILDING.

COMMERCIAL
GRADE CASTER (TYP.
AT EACH GATE).

DROP PIN (TYP.
AT EACH GATE).

A2 REFUSE ENCLOSURE
ELEVATION 1/4"=1'-0"

A1 REFUSE ENCLOSURE
PLAN 1/4"=1'-0"

4" CONCRETE
FILLED PIPE
BOLLARD IN 16"
DIA. x 2'-6" DEEP
CONCRETE
FOOTING, PAINT TO
MATCH STUCCO
COLOR.

STEEL PIPE HINGE,
PAINTED TO MATCH
STUCCO COLOR.

CMU ENCLOSURE
WITH STUCCO
FINISH TO MATCH
BUILDING
COLORS.

CONC. TURNDOWN,
W/ (2)-#4 CONT.

JOINT REINFORCING
AT 16" O.C. VERTICAL

TYPE HORIZONTAL

STUCCO FINISH
CMU WALL WITH

GALVANIZED TRUSS
STANDARD WEIGHT

FILL.

4" CONCRETE PAD
W/4X4X1.4/1.4  W.W.F.
OVER COMPACTED

1/8"/FT. SLOPE

ASPHALT PAVEMENT

8"X8"X16" STANDARD
CMU U-BLOCK BOND
BEAM WITH 1-#4
CONTINUOUS

12" WIDE
MONOLITHIC
FOOTING WITH 2- #4
CONTINUOUS

#4 VERTICAL DOWEL
AT 32" O.C. CORNERS,
AND END RUNS IN
GROUT FILLED CELLS

STUCCO FINISH
CMU WALL WITH

BEYOND

1/2" EXPANSION
JOINT MATERIAL
AND
SEALANT, TYP.

AND END RUNS IN
GROUT FILLED CELLS

AT 32" O.C. CORNERS,
#4 VERTICAL DOWEL

4" DIA. x 6'-6" LONG
STEEL PIPE, SET 24" DEEP
INTO CONC., FILL PIPE
W/ CONCRETE AND
DOME TOP. PAINT TWO
COLORS AS REQUIRED.

CL

STUCCO FINISH
CMU WALL WITH

A3 ENCLOSURE CMU WALL DETAIL
3/4"=1'-0"

NOTE: SOLID WASTE IS TO
PROVIDE ALL INSPECTIONS
ON THE TRASH ENCLOSURE
SUCH AS: POUR FOR
FOOTING,
SLAB, APRON, BOND BEAMS
AND BOLLARDS.
FINAL INSPECTION WILL BE
CONTINGENT FOR SOLID
WASTE SIGN OFF FOR C.O.

PREFINISHED
CORRUGATED METAL
PANEL BOLTED TO
TUBE STEEL FRAME.
COLOR TO MATCH
BUILDING.

8" CMU WITH STUCCO
FINISH TO MATCH
BUILDING COLORS.

2" DEEP STEEL
RECEIVER FOR GATE
DROP PIN TYP. AT
EACH GATE

4,000 PSI, 3/4" AGGREGATE
4" CONCRETE SLAB
W/ 4x4-1.4/1.4 W.W.F.

4,000 PSI, 3/4"
AGGREGATE 6"
CONCRETE APRON
WITH 6"x6"-10/10
WWM AND
TURNDOWN EDGE.

1/2" EXPANSION
JOINT MATERIAL

6" CONCRETE FILLED
PIPE BOLLARD IN 16"
DIA. X 2'-6" DEEP
CONCRETE FOOTING,
PAINT YELLOW.

CONCRETE FOOTING
BELOW.

4" O.D. STEEL PIPE WITH
CONCRET AND ENCASED IN
6" THICK CONCRETE
MINIMUM ALL AROUND
BELOW GRADE. CONCRETE
TO BE MINIMUM 30" BELOW
GRADE AND POSTS TO BE
ABOVE SLAB

A3

4" CONCRETE PAD
W/4X4X1.4/1.4  W.W.F.
OVER COMPACTED

A9 ACCESSIBLE AISLE
NOT TO SCALE

6' WIDE HANDICAP
ACCESSIBLE AISLE  WITH 4"
WIDE PAINTED STRIPES PER
CITY STANDARDS

ROLL UP DUMPSTER

6"

8"

SLOPE

1/2" FIBER EXPANSION
JOINT MATERIAL

WALL
OF
BUILDING

NOTE:  TOOL ALL CONTROL, CONSTRUCTION
AND EXPANSION JOINTS ON ALL CONCRETE
WALKWAYS.

4" CONC. WALKWAY
WITH 6 X 6 / 10-10
W.W.M. ON
COMPACTED FILL.

A5 TYPICAL
SIDEWALK DETAIL N.T.S.

OPTIONAL CURB AT
ASPHALT DRIVEWAY
SEE
DETAIL A6

A8 HC PARKING STRIPING
PLAN     1/4"=1'-0"

A10 ACCESSIBLE RAMP
NOT TO SCALE

NO
PARKING

VAN PARKING SPACE 11' WIDE MIN. WITH ACCESS AISLE 5' WIDE MIN.
CAR PARKING SPACE 8'-6" WIDE MIN. WITH ACCESS AISLE 5' WIDE MIN.

OPTION 1 - UNIVERSAL PARKING

SIDEWALK

PROVIDE ADDITIONAL SIGN
STATING:

"VAN ACCESSIBLE"

PROVIDE SIGN ON POST AT
HEAD OF EACH PARKING
SPACE WITH
INTERNATIONAL SYMBOL OF
ACCESSIBILITY.

LOCATE ACCESS
AISLE ON
PASSENGER SIDE
OF VAN.

VAN ACCESS AISLE.

INTERNATIONAL SYMBOL OF
ACCESSIBILITY CENTER IN
STALL (PAINT). NO

PARKING

4" BLUE PAINTED PARKING
STRIPES, AS SHOWN

12:1 12:1

12:1 MAX

6'-0" S/W

ADD 1 1/2" DIA., x 42" HIGH
GUARDRAIL

TRUNCATED DOMES
PER CITY STANDARDS

50:1 MAX

12:1MAX

PAINTED STRIPES PER
CITY STANDARDS

6" CONCRETE
CURB

BLUE FIELD

EQ.

3'-
0"

3'-0"

4'-6" SQ.

4"

EQ.

EQ EQ

8'-6"

4"

EQ
.

EQ
.

C2 HC PARKING MARKING
PLAN 3/4"=1'-0"

C1 HC PARKING SIGNAGE
ELEVATIONS 3/4"=1'-0"

TO A FINE AND/OR TOWING"
"VIOLATORS ARE SUBJECT

SIGN TYPE R7-8 (12"x18")
 - SIGN FIELD IS WHITE
 - SIGN LETTERING AND BORDER
ARE GREEN
 - INTERNATIONAL SYMBOL
OF ACCESSIBILITY
    IS WHITE ON A BLUE
BACKGROUND

SIGN TYPE R7-8A (6"x12")
 - SIGN FIELD IS WHITE
 - SIGN LETTERING AND
BORDER ARE GREEN

REQUIRED
LANGUAGE (VAN
ACCESSIBLE SPACES)
ANSI 502.7

SIGN POLE

NON-VAN
ACCESSIBLE SPACES
BOTTOM OF THIS SIGN
60" MIN. ABOVE
GROUND ANSI 502.7

VAN ACCESSIBLE SPACES
BOTTOM OF THIS SIGN
60" MIN. ABOVE GROUND
ANSI 502.7

11"
12"

18
"

6"

2'-
0"

6'-
6"

 A
BO

VE
 C

UR
B

AT
 H

C 
VA

N 
SP

AC
E

4'-
6"

REQUIRED LANGUAGE PER
NMSA 1978 66-7-352.4C
"VIOLATORS ARE SUBJECT
TO A FINE AND/OR
TOWING

2" O.D. STEEL
PIPE-PAINTED AND
ENCASED IN 10" SQ.
x 16" DEEP CONC.
PIER

C4 BIKE RACK
ELEVATION NOT TO SCALE

2'-
10

"

1'-6"

10"

1'-
6"

TYPICAL BIKE RAKE
FOR ONE BIKE

#4 AT 12" O.C
EACH WAY, TYP.

FINISH GRADEFINISH GRADE

#4 VERTICAL AT 12"
O.C., LAP BARS  24"
MIN.

3000 PSI CONC.
FOOTING W/ 3- #4
CONT.

NOTE: OFFSET
FOOTING AT
PROPERTY LINE

PR
OP

ER
TY

 LI
NE

NOTE:
PER THE I.D.O. SECTION 14-16-5-6(F)(1)(i) G.C.
TO BUILD 36" HIGH MIN. MASONRY WALL AND
FINISHED OF A MATERIAL SIMILAR IN TEXTURE,
APPEARANCE, AND COLOR TO THE
STREET-FACING FACADE OF THE PRIMARY
BUILDING

STUCCO FINISH AT
SIDES AND TOP OF
WALL, TYP.

8" THICK CONC.
R.W. W/ 3000 PSI
CONC., TYP.

C3 3'-0" HIGH SITE WALL
SECTION 3/4"=1-'0"

C5 MOTORCYCLE SIGNAGE
ELEVATIONS 3/4"=1'-0"

PARKING

MOTORCYCLE

SIGN TYPE R7-8 (12"x18")
 - SIGN FIELD IS WHITE
 - SIGN LETTERING AND BORDER
ARE BLACK

SIGN POLE

6'-
6"

 A
BO

VE
 C

UR
B

AT
 H

C 
VA

N 
SP

AC
E

ONLY

2'-
0"
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